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NOTICE ' 

Change of Page Numbering 

In abridging this report, originally issued March 31, 1941, 

it has been necessary to change the page numbering. Refer- 

ences given in the June 30, 1941, report referring back to the 

March 31 report should be translated as follows: 

Page Numbers in 
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March 31, 1941 
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Edition 

1 to 9 

167 to 171 

201 to 213 
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June 30 report 

129 
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| ABSTRACT : 

i This'Is a progress reports The following subjects are 
j discussed* 

1* Calculation of Sound Levels. 
| 2» Acoustical Properties of Materials« 
! o,i. Panel Transmission 
| #-i Window Transmission 
j S-* Vibration insulation of Pilots1 Seats» 

' Tlie present report presents the results obtained up to 
; April 1st in the hope that these will be useful to the Services 
I in the inter&m preceding issuance of our final report. 
i 

! On the basis of the work so far we can make the following 
I general statements an.d recommendations: 
i 
! 

In only one plane measured, the PEM-1* *was the sound level 
j- less than 110 decibels (see pages 71 to 7&), Sotind level mea- 
; surements should be made with.a sound level meter possessing a 

flat response and calibrated to closer'tolerances than those 
provided for in the A« S. A* Standards» It is suggested that 
that a central calibrating station be designated which vrill 

I bring the instruments of all companies and testing laboratories 
; • into agreements 
i 
i 

: Large reductions in sound level and structural vibration 
! might be achieved by using 5 to S gearing and properly inde;*- 
I ing the propeller with respect to the motor shaft -such that 
; the second order motor vibration cancels out a portion of the 

propeller fundamental. All openings from the pilot*s compart- 
: • ment to the outside* or to the bomb baya through väiich cables 
i. pass? should be sealed with felt washers or with rubber bellows, 
i 

Ventilation should be by vonti'iafcor ducts^ lined with 
sound absorbing material« 

Of the possibilities investigated thus far the structure 
best suited for the acoustical treatment of airplanes appears 
to be one or more layers of porous"material spaced as far as 
practicable from the fuselage skin* At 110 cycles for one 
particular material about twice as much absorption can be ob~ 
tallied with 2/'S  as much weight of material merely by changing 
the material spacing (see pages" 125 and 126)« The material 
should be mounted in as large .panels as practicable and 
the edges should be sealed to prevent easy leakage of air. 
The material should be be two or three inches thick for best 
absorption at the higher frequencies*  (See page 125). 
Further sound reduction in the pilots' compartment over that 
now observed can be obtained by spacing the sound absorbing 
material four to six inches out from the aluminum skin, or 

^xs^^s^aamssmmmaßKmm^ss 
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>?: Increasing the weight of the material (or both). Acoustical 
materials near the propeller tips should be somewhat heavier 
than In other locations«, 

Measurements"show that untreated fuselage panels attenuate 
sound very little». Each small panel lying between longerons 
and bulkhead stiffenors has Its own resonance frequency. A 
this sheet of mica cemented to each panel will damp these vi- 
brations* but does'little good If the longerons and the panel 
vibrate as a whole,  ($<se page 186,.) Preliminary results 
ßhotf. that below 500 cycles lightweight acoustical materials 
contribute almost nothing to the attenuation of transmitted 
GQiirA,  but do absorb sound'if spaced far enough from the"* 
outer skin»  (l^e^page 195») — 

Measurements have boon performed on windows of various 
thicknesses and sizes made from a number of coslmon materials. 
These results show that it seems worthwhile to increase the 
thickness of those windows Y/hich are near the propeller tips, 
even at the expense of added weight (page 243). Double win- 
dows are inferior acoustically at the lower frequencies to 
single -windows of the same weight (page 239). A small weight 
dissipatively coupled to the center of a window pane will de- 
crease the transmission through it by a •significant amount» 
(See pages243 and 244*} 

Vibration insulation of chairs must be done with caro 
since the amplitudes at some frequencies may be increased 
when elastic mounts are"added unless the mounts are properly 
positioned and oriented« 
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i INTRODUCTION 
I 

I 
I An important objective of this project has been to devise 
! ways of considering acoustic properties of aircraft structures 

analytically in order that their performance may be determined 
fron a few simple measureinents, such as weight, stiffness> re- 
sistance to air flow, depth of air cavities between the outer- 
skin and the materials, etc«  Graphs from which one can calcu- 
late the attenuation of windows of various sizes, and the at- 
tenuation of sections of fuselage have been partially compiled; 
Similarly, graphs for calculation of the sound absorption of 
materials are included« Still to be developed are simple charts 
for calculating the proper elastic mounts for pilots« seats 
and charts from which the sound levels in an airplane can be 
calculated for a given design. 

CALCULATION OP SOUND LEVELS — SOUND SURVEYS IN LARGE AIRCRAPT 

Sound surveys have been made in five different planes; an 
American Airlines Douglas DC-SB, U. S. Army Douglas B-18A and 
Boeing B--17C, and U. S. Navy Consolidated XPBY-5A and a Martin 
PBM-1. 

The purpose of these surveys was to obtain data regarding 
the character of the sound spectrum of an airplane, and to 
determine"the principal sources of the noise in all parts of 
the plane.  Those data wotild then serve as a guide for our ex- 
periments on sound control, and as a check on the accuracy of 
calculation of sound levels from the design of a plane» 

The equipment used (Pig.. 1, page 3) included a combination 
sound level meter and a .continuously variable sound analyzer, 
together with its associated dynamic microphone, the analyzer 
having .two band pass filters, one 5 cycles wide and the other 
200 cycles wide; a high speed level recorder operating with a 
50 db. volume range; and, in the later tests, a band pass fil- 
ter set. The overall acoustical calibration of the microphone 
and sound level meter, using the flat network, is shown on 
page 5,  All measurements were made using the flat network, 
and the sound levels in decibels are based on the A« S. A. re- 
ference lovel of 10*"-'-® v/atts per square centimeter. "The 
analyser frequency scale is divided into two partsj 10 to 1000 
cps and 1000 to 10,000 -cps6 A synchronous motor is used in' 
swooping the frequency range, and a marker automatically re- 
cords every 100 cps division point on the wax paper of the high 
speed level recorder», The 5 cycle band width was used from 
10 to 1000 cps, and the 200 cycle band width was used from 1000 
to 10,000 cps. The filter set has a single control gang 
switch which permits a rapid shift from one octavo to the next. 
Sample data using both the analyzer and filter set are shown 
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on page; 7. The overall sound level is recorded at the begin- 
ning üt  ©ach test,  in computing the octave levels from the 
filter set data, necessary correction Tor the insertion loss 
of each section is made. These insertion losses are shown in 
>Tab3©, lix; below« All data graphed in this report have been 
cor//7Y3ct/ed„ 

TABLE III 

Insertion Loss of Filter Set 

Octave Range Insertion Loss, 

Overall 
Below 50 c 

50 to 100 
75 to 150 

100 to 200 
150 to 300 
200 to 400 
300 to 600 
400 to 800 
600 to 1200 
800 to 1600 

1200 to 2400 
1600 to 3200 
2400 to 4800 
above 4800 

• P.Sfc 
add 5 db. 
-add 10 
add 10 
add 9 
add ^9 
add 9 
add 9 
add 8 
add 8 
add 8 
add 8 
add 8 
add 8 
add 8 
add 8 

The tests were made with the analyzing and recording r 

eqiiipment mounted in one part of the plane.  In all cases 
the apparatus was shock mounted to reduce the disturbing ef- 
fects of vibration»  There is no indication on the records 
of any such disturbance*  The microphone was connected 
using various sections of cable, depending upon the size of 
the plane, and wherever bulkhead doors were closed, short, 
flat "jumpers" permitted connection under the bottom of such 
doors. Vibration measurements were made using a damped dy- 
namic vibration pickup associated with the apparatus already 
described. 

All spectra have been plotted in terms of sound energy ' 
per octave.  In the surveys made with the filter set, these 
data were obtained directly simply by adding the insertion 
loss of the filter as a correction.. Vi/here only harmonic 
analyses were obtained, correction factors depending upon 
the band width of the analyzer, the type of spectrum and the 
octave 3.nvolvedj were applied.  The overall level obtained 
at each station is plotted on the left hand side of the page 
and is indicated by a dash with the associated- station num- 
ber.  Along the bottom of the PaSs* "the frequencies of the 
various harmonics of propeller, engine and exhaust are in- 
dicated by dots. 
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Fife. I.   Filter  set,   sound frequency  analyzer,  and 

automatic   recorder. 
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The general character of the spectra of the airplanes 
tested discloses that most of the energy lies in the frequen- 
cies below 1000 cycles per second, reaching a maximum at- ap- 
proximately 1ÖÖ cycles per second» Tills IB  especially true of 
spectra talcen at stations near the plane of the propellers, 
while t-ho^se taken at stations in the rear of the plane remote 
from the propellers show that the higher frequency components 
become significant, there being no acoustical treatment to 
absorb thorn. 

A remark should be made about the rate of doereaso of 
sound level at trio high frequencies. Data taken in a B-18A 
and a XPBY-5A indicate that the rate of docrease is slightly 
greater in the B-18«  In fact, the PBY. has the smallest rate 
of decroaso of all four, and this was the only plane not 
treated with acoustical material.  The conclusion must be that 
the higher frequencies arc being attenuated or absorbed in the 
treated cabins. A comparison of the PBY and the PBM shows 
this differ once to be from 5_ to 8 db. for frequencies above 
approximately 200 cycles. While 5 to '8 db. reduction may not 
seem an enormous amount-, the increase in comfort and greater 
ease of conversation in the treated plane is strikingly ap- 
parent to the observer^ 

To illustrate the increase in high frequencies in the rear 
of the plane, compare stations 1 (pilot), page 75, and 17 (rear), 
page 87 for the PBM-1« At station 1, the level begins to 
drop after approximately 150 cycles, whereas at station 17, the 
spectrum is essentially'uniform to 700 cycles.  At 100 cycles 
the level is about 6 db. higher at station 1 than at station 
17, while at 1000 cycles it is 10 db. lower.  Such a differ- 
ential makes the character of the sound at the two stations 
entirely different. 

The various factors that contribute to the spectrum are 
propeller noise, engine noise, exhaust noise, and aerodynamic 
noise.  In the forward part of the plane, the propeller and 
engine noise are most disturbing,"because their frequency com- 
ponents are low and quite intense.  In the rear of tho plane 
the aerodynamic and exhaust noises are more evident, as they 
are not completely masked by the lower frequency noise of the 
engine and propeller. 

With so many sources of noise, it is inevitable that under 
certain conditions beats will occur.  Possibly tho most obvious 
beats that occur in multiple motor planes are those duo to the 
motors being out of synchronism.' If it were possible to ac- 
curately control this synchronism, significant reduction in 
vibration and acoustic levels could be realized, if the pro- 
pellers were properly phased.  Beats can also occur between, 
say, the second harmonic component of the engine and the 
fundamental component of the propeller. Using a three blade 
propeller and a 11 to 16 gear ratio', tho fundamental of the 
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or the engine. This beat will always "bei present under all 
conditions of flight, and in addition to producing a fluc- 
tuating sound levels causes unnecessary vibration"of the fuse- 
lage» A more favorable gear ratio should be chosen, 'jsay 3 
to 24 ~" 

In Report lie. 2.474 of the Douglas Aircraft Company, the 
effect of the 3 to 2 gearing on sound and vibration in a DC-3 
airplane is discussed. Excerpts from this report follow: 

Purpose of Report. 

To measure the effect of 3 to 2 gearing on the 
sound and vibration in a DC-3 airplane as compared 
with the standard 11 to 16 ratio and the dynamic 
suspension mount. 

Res-alts and Discussion«. 

It will be noted that the average vibration velo- 
city is 9 db. less than that for the 11 to 16 gear 
ratio and 7 db. less than when equipped with the dy- 
namic suspension. A comparison, of the sound level J 
tests shows a 4.4 db. improvement over the 11 ,to 16 j 
gear ratio and a 3*8 db; improvement over the dyna- I 
mio suspension installation. This improvement may j 
be considered even better than shown by these figures 
when it is stated that no beat exists in the sound 
or vibration. . On an airplane eqtiipped with the stan- 
dard 11 to"16 gearing, the beats cause a plu3 and 
minus 5 db» change in level. 

The beat is the result of a difference in the 
frequencies of the sound and.vibration caused by the 
passage of the propeller blades past the fuselage 
and the vibration and resulting sound of the second 
order of engine unbalance. With the 11 to 16 ratio 
this difference is approximately 2 cycles per 
second. With 3 to 2 gearing both of these sources 
have the same frequency SO no beat can occur. How- 
ever* due to the fact that there are still two. se- 
parate sources emitting.sound and vibration of the 
same frequency, there may be an addition o£ can- 
cellation depending upon the phase angle between 
the two sources. It is believed that the large 
reduction in sound and vibration levels is due to 
this effect.  Through some chance the propellers 
on the plane tested were indexed with respect to the * 
crankshaft in such a manner that the phase angles 
of the sound and vibration from these two"sources 
were 180° apart and cancellation resulted«, 



11 

Conclusion. 

These tests show a large decrease in the sound 
„~-q    _..; t~-~ _.!-.» _„    4„    i--u -i •  rm *-s -n    -in 
emu.    viuraui-uii- XIJL   OüC    uu.Lr.LJa.       xnc   Jt'cttv;UXUUB    ui    aai 

the observers on board during the test checked the 
measured results.  The improvement was so outstanding 
that it is believed that a de-tailed study.of the in- 
stallation should be made,  This study should include 
tests showing the effect of indexing of the propeller 
and the effect of the engine mount characteristics 
on the sound and vibration in a plane equipped with 
the 3 to 2 gearing. 

This seems -to be a definite method of reducing the sound 
level and the structural vibration level without adding weight. 

We have had no- chance to experiment with a procedure that 
could be followed in indexing a propeller, but it seems rea- 
sonable that it could be done at the airplane factory.  A 
sound level meter could be placed, say, at the pilot's posi- 
tion, and the propeller adjusted on the motor shaft to such 
a position as to produce minimum sound level.  The removal of 
the 2 cycle beat that occurs when a 11 to 16 gear ratio is 
used would be of considerable advantage from the psychological 
point of view and the elimination of detrimental vibration in 
the fuselage as well as the reduction of the sound level. 

Our measurements and those of the Douglas and Boeing Air- 
craft Companies indicate that the propeller noise can be re- 
duced by increasing the minimum separation of the propeller 
tips from the fuselage.  This, of course, is a design problem 
for the aircraft engineers. However, it presents such acou- 
stical, and vibrational advantages over the close separation 
in present use that the recommendation of increased separation 
must be made and should be £iven definite cons idor at ion. 

Several analyses were taken to compare transmission of 
sound through windows with transmission through the skin. All 
such comparisons indicate that the windows have much loss 
attenuation, especially where they are thin and large«  The 
highest sound level (151 db.) obtained in these .surveys was in 
the XPBY-5A, the microphone being held two inches away from a 
thin plexiglas window and directly in the plane of the propel- 
ler.  The pilot, unfortunately, sits with his head only about 
10 inches in front of this particular window. 

A great amount of information is contained in those re- 
cords; however, we have not had sufficient time to study the 
records in detail and present such results in this report. 
It is reasonable to conclude that the levels measured arc too 
high for men to bo subjected to for long periods of time and 
retain good efficiency.  In addition, the present acoustical 
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treatments do little good at the lower frequencies. 

At present, measurements are being made under our direc- 
tion at trie propeller test stand at Y/r-ight Field which will 
give data relating the noise made by a propeller to ,its pitch, 
r*p,m, and horsepower,  it is planned that we devise some 
means by which a sound level survey of the exterior ,of a fuse- 
lage can be conducted. Such data, together with the propeller 
test stand data, would serve as a starting point in predicting 
sound levels in a plane prior to Its construction. A detailed 
study of our present data will be made to determine what are 
the principal components of the noise in each compartment, 
what is the source or sources of such components, and what is 
the variation of these components in any compartment as a 
function of time. For several spectra, loudness numbers will 
be computed and tabulated.  If it is possible, we would like 
to obtain data on variation of sound level with altitude and 
temperature in pressurized cabins. 
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The folloY/ing flight data apply to the ne^t six pages of 
graphs.  The exhaust frequencies shown on these pages are the 
second and fourth harmonics .  The fundamental and third har- 
monics were omitted and should Ve ine ludöde 

Typs Player B « ISA, 

Motors: 2 - 9 cylinder Wright Cyclone. 

Gear Ratio:  11:16, three blades* 

Propeller Diameter;  11,5 feet. 

Tip Separation:  8 3/8 inches. 

Normal Cruising: 

R» P. M. = 1850 M. P. = 27.5 inches H..P, = 636 

Alt. = 7000 - 8000 ft.  T = ^20°C. 
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Hie following flight data apply to the next eigÄ  pages oJ 
graphs»    üühe exhaust frscgcencies shown on. 'these .pases ar©' the 
second and fourth äMnaaics,    'a1« fiuodaaental and third har- 
monics were osaitted and should 1.3 includer*» 

Type Planes    3 - ITC» 
11 

Motors:    4 - 9 cyclinder Erlös* Cyclone» 

Gear Ratios    9:16, three b?.ados«, 

Propeller Biaweters 11 .5 ft« 

Tip Separation.:    IO inches» '   _ 

Iloiciaal, Cruising;: 

B P- IS. = 2000; II P. = 32 .8 in.;    H.  P» = 785. 

I,,,.,,,  = 239 -9°C»,;    Alt. = 9000 ft» 

fflBxSxmm Ci 

ili".. = I.1»!»'      »1,1 iiiilii 

xconoHULcal Crniss3 

1:,,,, P. in;,,, = 1 

Lh'iini     iliui'iiiin 

C„ i.„.„, S„„ = Corrected Air Speed» 
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The following flight data apply to the next eight pages 
of graphs. The exhaust frequencies shown on these pages are 
the second and fourth harmonics.  The fundamental and third 
harmonics were omitted and should be included, 

Type Plane: XPBY - 5Ar. 

Motors:  2-9 cylinder» 

Gear Ratio:  3:2, throe blades. 

Propeller Diameter: 12 feet. 

Tip Separation:  10 inches, 

ITormal Cruising: 

R. P. M. = 2150;  M. P. =25.5 in.;  II. P. = 800, 

I. A. S. = llDnmph;  T = 1°C;  Alt, = 2900 ft. 

Maximum Cruising: 

R. P. M. = 2500;  M. P. = 35 in.;  H. P. = 950. 

I. A. S. = 130 nmph;  T = -1°C;  Alt. = 4000 ft. 

I. A. S. = Indicated Air Speed. 
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The following flight data apply to the next eight pages 
of graphs.  The exhaust frequencies sho^vn on these pages are 
the second and fourth harmonics«  r.''he fundamental and third 
harmonics were omitted and 3no»ij.I Ve inclv/SccL 

Type Plane:  PBI.I - 1, 

Motors: 2-14 cylinder (alternate firing). 

Gear Ratio:  9:16, three blades. 

Propeller Diameter: 14.5 feet. 

Tip Separation: 17.5 inches. 

Normal Cruising: 

R. P. M. = 1700;  H. P. = 24 in.;  H. P. = 750. 

I. A. S. = 150 nmph.; T = -4°C;  Alt. = 5000 ft. 

Maximum Cruising: 

R. P, M. = 1900;  M. P. = 27 in.;  H. P. = 900. 

I. A. S. =150 nmph.;  T = -50C;  Alt. = 5000 ft. 

I. A. S. = Indicated Air Speed. 



73 

'S S; 

•a   -ö 

«3 M 

fed t. 'ö -H 
o n 0 C-P 
p,d P.3-P 
0,-P  O.W-H 
poprato 

to ^»iß to t> 
i-IHHHH 

~U M>3 
©       _CP 
<» E: S-H 
flOOlSd 
•H TITS  G <D 
tOCfiäft 
Q ,H jrf *> Cj 

UMOHW 

.'S«: 
IV J    © 

*d •»-( cd *d 
cj.ö a> 

_©_.£*< 
«Ät! 0) 
cd d CO O, 
»111)-    ft 

•P      o^ 
M   O  tt>« 
- HBelÜ 
•P -rl -H  MO 
O ft-P ri -d 
.H 1 -P > a 
•H O -r< cd -H 

HOlcO'i'iß 

IO 

I 
I 

I 
r-J 

difl 

l3> 
£5) 

0> 
CO 
l— 
CO 
ÜJ 
H 

O 
CO 

ft 
CO   j 

4 
or A 

< a: 

h- 

z> 
^ T 
? s 

1 00 
O CL 

=J 



o 
CM 

O O O 
o <n co 

o 



7   T /    / 

•!!')!'' !:Mi'!' ::[  -.. •i'-t-K :i.'|i:il .!!•!. M    (i    II ';,.)     ': •••)..'. "..i.. !"l!          ••!•.,! •,,i|  i;( Ü.' I • • 77 rp" : TlK'OT 

;:;'!    • i •T. ,          j,, 
1   i j. i i 

......    .   .. ,^ 

:':i'' ': l!. i   • !   ' '•         t .1 - 1 .   IM 1    : 
j 

1 
_IJ„.L •' ! ; 

-- 

' :i 
t 

  i...: 

.       1     " 1 
,,, , i 

'    1 
1 

! 
-• ,- - •,.i ' j   ' •    i 

  
"   1 

'     1 ,      i 

i 
.1.    - •j      --7 ..; ', 

V 
*yy 

1 

''1 
i 

-. i 

1 

1 

1 
1 i : 

f 
d 
t 

1         y 
1      / 

i . 

.:.: i . 

!   « i 

  u 
._-^. - 

,.| :,! ' 1 '    ' : ,i r • ii. it 

i r 

; 1 
til 

1 i 

• i" 

i,; 

I!1: 

TT 

i •: 
i '' 

:: • ''i 

1 

1     j , 
-t < • i 
i!) ii'; 

VL» 

• >< 

/ / 

1 
1 i       ''ij 'i'i 

,!. .; i it1' :l i Ij.; 
:«.. i i, ;Uv r^ 

!|ii   'lij i'i i!1' 
I *i M' I'i' 

'ill 'i'l •'' 
t;, 1 1; " 1   . iv#v :

i ' T~ 

i!ij|*i; !i   |! If !;.r !ili '.  i .•'•', •   ;; ji|. r: :; ; 
ily, [   , ;' M 

TTiTTpr 

'!l!  i. 
!;jl ;ili l!|i till' Ij'i 

,-! < ijij 
'j i 'ii 

f) 
' :i! : iU. W Ifij lijv 

iTt ::' 1;! 

:ii[j||| itii 
."it 

f III! II !'•; it i'i lilt IH-' ill! 
!Ü> f P.f  1 

In! y^\'-• 1'     1   ,•' ; , 
.Lii:.|ii 
i*11 .411 '*! IM i i !) 1 il;! iilr 

-trff nil 
*'f! 

ill 
P - JT7J tu [tji 7: i 

illi, 
' 1/ vm, I1;; 1   ,       ' 

.       1 
1   '            , .•; j :'i 

\ 
T:TT-T | 

:P: l|!   it: -ill  41: 
m it!; 

if:; 
•u 

<;'i l! ii Ii;; |-T! 1 
(M 

ft« 
:;*! 

i •*-$• i H7 
'1 

'IP 
'•; ii'ji'ii 

11:1 

',      I    ' 
'I 

| 
" y:, i ;i 1 

'rllÜI7 

•   ;t   j   It 

fji' il f 
111 !| 1 

•II  '![! 

i'i! tlj: 

'tTTr 

•:T Ii; 
i'i' It 

U;- 

M. 
M: 
ill' 

•'•- 

i i    ' 

¥ IT 

l: Il - 

ft      , 

-     - ,,i- 
;•.: 

"" I " 
0 

f! It  Ij i *:| § Mr' rj] i Ülfc 
-41- 

r\\; 
•y,\ 

!l'; 

i 

"iii I 

111 

"it 

j    '', '''}, i'l! 

! 
-oT" •ii- 

'  1  ' 
1; :1ft! 

lit: hi P'l 
lit! 

IT?! 

III 

I'M 
. r T * 

ntr 
riH 
|M- 

i i 
Mi 
-.*• 

IL 

ii 
iti1 

mi 
;|;t 1 

U»T; 

T-i1 ;, i 

'Ii 

' 11 j i' 
. • i < 
, _ : 1 i|:| 

'i.; 

'i'i 

Ii, ii: C   '1 

': ,; 
IfltjiJ • ; il. >üi Ml !+!i ii'.l •;; 

• i'i iii. 
: i. ! '•* — - jmi-f 1    it fff ^i|j iiil 1,1; •,: :H{ t • i'/" 

••:• ! ;•    |    \ , J J 
'      F '  1 •"T" » IN 1ÜTI 

.ii j *f t: 
till '.ill |li! m !" IL ''" • , ; .:ii 

,, :\ 

iiiiii 1!1' li I M I'll ;'; ';•. U t. :: • " 

i I ' :•• 

',|i 

j.it 
ill t-t 
ill [H ii |v ; 1    i *T \ 

i 
j i   ' ,,. 

» 
illi  I,1 

L:-r -L4; .— £ i v ' •: - i f -      j 

1  - 

t|t; J :| lT^il fS> 
\ — 40 

:!! t 1 
ÜiTfl 

•'I' 
-•-- --- - 

i 
-       i 

tfr^r. i i ^ ̂ 
.   i 

| I 

^             j 
\ ; ' " " 

iiif;; .. | ... 
i 

-1   - 

. 1' 
10 

1 
1 r 

i 

1 
-i— 

i 

i           r -• pi.  J 
- <> i 

5   to 
Hi       ^ 

i 1 

!•> o 
CM 

O O O O 
~ O O) CO 

o 



ill ••! ::|   ! • Kl:- ,   . <: 1 1 1 • -   j- . • .t .!,|!:l! TTH'I ..-!'  Ü :,,,(.,   :),,., I'f ...M.   .(I:.  !){!!• •'i;!!1; 
lr'«» 

:    !    !    I    ' i • '!• .• • •'!   ' 
:   '•   1     ;   !     "!   ' ,.   ]•     •   • .   i   '... .„.[^ 

:•     : ITT 
 :  

— 1 1   - :l ,-1 ;\t 
1 '! t •   1 

• ! '•' 

_   _  4_.. — — I   ' ,   j 

• : -t 
.,  : i . . T 1 

! M"r '     1 

sff — 
.    1 
;            ! 

i 

; i I ; H 'if 
: !       '3 

i   >i. 
0 

.     E 
• h 

1 . 
1 J 

j — .    1..- 

i 

f 

1 

r 
0 

'    IV 

i 

-4- — 
. 

i. 
1 ,   1 

1 
• / 

.!. 

» *. — 

i •ä; 
4 

ii j4 iiii 
- • f 

t" 
•ii' ;    ' 

.1, 
V.l. 

•r) 

—•**• 

"ili 

\]\\ 
M|J< / 

/ 
f 

11/ 

1 

1 
i - 

r 1 
1 

j 

: ! |i 1 •; f'V ,, *, 
•••. <U fMi •••••'•• ;'|! ; ! •.,; ,.„ . 

jiii III! i :i i! '] ,' ': * 4;. r**W \-f ;:l. ill 

i ! i   :, Mi ::;• • f  ' :•• . 'l 
• ;! 

'•<; 

'/ 9 ,... t i:;; .,. ,'    1 i 

,'  , 1 ':ii : ji   i;_ III, ;4 & •is-*" 
<fr; • 4< *::! 

j,.. 

ii   i 
"':!'", 

'    .   1 

;'i; ; j* • i i.! :T 
:ii 4;i ii :•!. :iji 

I I 
,; • 

1 1 ! /!•: 
'M ̂ fi 4j '!!) 

IM ii: jpz :'; \::. 
•l! 4 

;Iir ,;!. 
HI. 
tit; 

it;' 

ill- 
4 .1   } 

|f iü; ii 
i-f: 

ll-t 
iiv ~- 

i :i: J^ —i r, 
!'. :r: i'-i; :••; 

£%-• 

TTTTlTTT7 :'l' 
;., 

::,i $ lii - 
r:' T 4^ 

I • I - 

4' : jl 
~\ J) 1 ST: 

,•- 

'i 
j; : 

ii'i 
4^ 4- 

lBr 

T" 
iiii 

' n 
;i.i 

• * i ' ; • 

4 .ii 

ii -,- 
V' 

;4 ]v] 
iu.1 

.i.i 

• 1 I1 * 

b 
!u: ',1.1 

: t •/• 
i p 

jjij t 
•;! 

'll; iiii - 
itlt 

- 4r 
•III 

i in 
,i'; 

i.i. 1 •IJ 
1' 

, 

, 1    , 
'•'. 

:;; 

->      * 1"' 

!i:i 
44;i; 

44Ü 

f! 11 

4! 
J 1 < 

ill 

i!ii 

!|!J 
1 ü 
4 

a; 

hi 
i'.:, 

4i 

; 1 j ' 
iiji 
1 

11.' 

! i i .' 1 
;;; 

•if 
1;' 

1 t-jH 

llil! 
it J 
i.i; 

Iji 
ft 

41 

"i 

4; 
P-- 4 4 !!'• 

'l" 4 

•! 'I 
1 

,1,u 

1t[r i'i' 44' :.'! r * 4,4 i i4 ;i|; l|, :!r f !' 
'  M  ! '. i! ':*is s   . 4j] i'i' 1 ii 

iiii t|i; it'1: 
;,;} 44 ' ijtj iiii 1 : 

11: J ' 1 i f" 
;I! • -ir '*': ••• 1 ii t; ii:* s. ; 4i -4r 

•i'i 

jjii 

[ii] 
f-1 [• > |;lh ft;-!: 

•114 
lit. m ' i'' !4 -!!; •i:! ••'i 'h\J 

ri11 
j'i, 
f.l: 

',.'.'• 

^;; 
1, 

441 :;ii 
-ii|: 
# 1, 1 ijl. 

iiii 
[IK 

411 4i 
•'!• .4 4;! ,' :;!, 

\\ ' !•   ' 

i-.. 
, • 

;• | ' J >. i i i 
• 

ftl! 
hi - -   - -"-;-' 

iii4 
ij 4- -^ 4'j f\ - -j- '- ~T" ....   |... 

j 
-   i •-- 1 - |." r .;9   ' 

1 

.1   : 

1 

ÜÜ ill! " — 4ti— - 
___ _ 1 ___ 

-r  |   . ' i"    " 
1. 

j^ 

1 
-i - - -i 

- 

  

; 

.:_;: -r   -  - 

1      , 

• ! ' - 
----- 

• t 

1 

•   1 

'   < 

• 1- • 

> 

:: 
—+—- • • I 1 

• .       1 
1. 

•i '; 

4:r 

• -+ 

5:   *1< 
-— — 

i 

1 

i 
1 
4 

. _.^.._. 

i 

«ii   -f 
4   S 
4-3- 

. 1 
i  'i ro 

o 
cvi 

O 
O 

o o 
CO 

o 

so;^a.-Ä-:aa 'vs'v     sasiüioaa 



aotiaaa^aa *vs*v 
o 
CD 

siaaioaa 

— I ••!•! ••  I 



aofiaaaaaH vs'v 
o 

STaaioaa 



ob 

aonaaajaa *vs"v 



o               o 
—              o 

o 
en 

o 
CO 

O 

ao;iaasjsa "Vs'v siaaioaa 



m .' fl;j * ri^ liiilit-! >\:>W.l iHitH'i »ii Hftl fi\^\i ;»-'|H; :«,-)!!!,|'i:! 
.r i ttllltltl i!ii|i:'( Ji"ll '• : jmii MAM 

iliij i i ,p ,.:.(;: i  ' ; '''•  ''.! ji'i •:.:l. ..! 1 " —'^y 

..     "t~t, - t 
......... 

, 

• i 1 ; ! 
t 

-   p DJ - -   1 
-•!•'• ;   ' 

•. i 

1 

Ö 
-- 

i 

;   !   ' 

; i , 

• t 
!    a». 

- 
, i 

— 
1 il - 

i, 

-- 

.  • i 

i 

i •. 

f* 
' • • 

_•!•: 

' •; 

—• 

•IM -t •t 

i ,   " 

!, i j 
"tT 

''t [ 

•i; 
, / 

/i 

;;•; 
' it! 

11 " 

' 

':' 

I'l 
tf- 

i 

••; J.I '•' • .    1 I 
•'', '•'1 ,: t't '• i1. 

i *• 
' 1! . : r :   ' ; i 1 •'' r ' ! 

:!'; !'j f'     ' ; ; i 

:   i liii l''! ; .1 *' it - 
1    : •1 

1.; i j ij:i pp ; 1 "T !" ;,   • W~~ i 
'. 

14- I '' : It : 
•1 ! 
ii ' ft-P 

j"' 

: 11 ( 
-i -i 

liii 

it! M 
P   . 

-1 i j 
•-(•j u i;[: .   .1 

Pt- 

f!t Jill r
:- 

t 
!LL1. M.« R -r . i- -, 

11'! 
ii~ ;•:' ;''jc II-;- 

ri" 
>. 

4 
I'll 

flj-f 
i!' i 

i'' f If: H 
;:;• "•I 

iff 
it -7: ;   , 

it -!:- Iii 
i )>T 

;;r AT •tnf 
!i:t 

,   ' '• 

-!•'- :t •lit • . w Mi r 

» + {) 

4 ii 

t'i 

-rr 
•'; pp 

M 
!i i W-] pp # ,;,. ••!i f\ 

:iii tit' t' 

ij- M ftr 
1! 

M 
n:i 

Hj: 
it t 

I-1' 
iiii 

Mr 
i-ji 

i,'! P 
''ijfiitt 

;::; :! • 

liii 

X 

4+- 1-*' > 

•1 

*rt- 
HI 

ltd 'lit i: i 
•il; 1 /• 

111: 
I:.; 

J; 
II 

o 

y 

1 Jlii 
lit 
1' 

I!:. 

f|; '•I ,'li fl j(p "i 
! -i 

u •IT- • !::) it:i 
'   ; 

in: 
i'.'« III: |' (4- 

M 
jjj! 

M 
M 

'!!1 
Ii|i 

t1 

< 3fii: 

Mr 
il'1 

M; 

t   ! 

!'! 
'til 
' '! 
T t-i 

I  V 
!' 

iiii 

M 

t'i' 

T'i 

i:j 
tit 

lift 
it 

I'ii 
1 1 

]/ 
t i'j| 

i >: it:! ':   i -111 

' ; 

Hi 
,;i 

:j : 

• 11 

lit 

tiif liiil -' ! , .'Mt :!': ,, ;iii !., a ,  , * ;' '.• ~l.; I't :•:: :i. .'.:< SJ ; ,i ! 1   '   J 1 ' ' ' 
•in 

M M ;•' •;il ' i»; : fl, I i: •','•/ 
•'.• :   .   1   11 i   ' ... Ii;^ r1 : iti 

llf! l;i ! '• ff; "ft 
hX7 r~ 

i' rt -MÜ •   |.' ,u t'.i .:- i •p;1 

It!! 
i; 

Pi 
'P | • •:ll M 

:   -t 

t*. fi- t 
' : ''•• 

';• I 
.Iii if' 

!;| i 't Kt " 'i't 
•it M ...| ill? ;lt El !!; 1:   - ' ' (   ' ;',"• >[ ' ': •,ii 

irt 
ijl- 

-M "{- lit! 
[11'- 

m IT'' .i -- 
• i • 

i_ I — •-• 
-r- 

tit •'•; .'.','. 
. ' 

' •: 

•' 

-& tii M 1 * ; I ii.; !f: :     ..' •, 
. •• 

t fPJ Jj ."'?! 
••in 
•; if 

•*'*- it --»•-* J 1 .; •   |   '• 

'-_, -.T*- 
,, 

.  i i- i tiif- J-iH ."if --'ffr S tHx :"-•' ,-\ 
;{•! 

' P: ; '•': M-" irti I'M t:s :r" ;IT, i.'. , i , 

--- -: - 

 1 

1 

jtii • ii' 

ijs; .i|i',. 

M afr ;:.T pt; 7*i^ ..." M! . , r- 'M 4-4- I:! . 1 
ttt Mit- tilt: 

"IF- 
M-- :n: J ti^ :•":' m: 

ill 

•t F f 
if 

i1 • 

! I 

iiii ljl it; r'ii, 
i|; -J; 

i. • 

i • - 

.,;.l 

-'- i. SS.: , • i • • - - 

•-ill' 
j.-l 
Tip 
Jill 

M 
ttft 
'ft 

iff- 
; r! 

Ttfr 

M 
llir 

j   i 
M- 
1rt 

i:t 

1^ t, -» •—T 

ö ' 
1 I 

tiM 

• r 111! 
>   1 It     1 i ii n! III ILLL hi] 

c 
c § c 

ÜGÜ; iaa 
c 

i> 

*V 

c 

SIS 

3 
n 

tai 0 KC [ 

C 
0 

> 
3 



91 

The following flight data apply to the next two pages 
of graphs» 

Type Plane: DC-3B 

Engines; Wright G-102 

Gear Ratio: 3:2, threo blades. 

Propeller Diameter: 11,5 ft. 

Tip Separation: 7 inches 

R. P. M. 1850 ._ 

True Indicated: *Air Speed: 160 mph. 

Mi P.: 27 in. 

H. P.  600 per engine 

T° : 32°P 

Alt: 8000 ft. 



93 

1/     \ £5^ i—i 

CD 
IO 
I 
O a 

CO 

O o 

k-\ 

k^ 

IO 

IO. 

r^ 

_/^\!l 

OL/N! 

i 2 





97 

--irrt mrrrilifi 



99 

The following flight data apply to the next two pages of 
graphs. 

Type Plane: CW - 20 

Gear Ratio:  9:16. three blades. 

Propeller Diameter: 14.5 ft. 

Tip Separation:  24 inches, 

p  DM -  i and. 

True Indicated Air Speed: 180 mph 

M. P.: 28 inches 

H. P.: 900 per engine 

T° : 40°P 

Alt.: 7000 ft. 
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ACOUSTICAL PROPERTIES OP MATERIALS 

a9 Introductions 
The most familiar- measure of the sound absorbing proper= 

ties of an acoustical material, is its "absorption coefficient", 
defined as the ratio of energy absorbed to that incident upon 
the sample when the incident energy is at random, angle, More 
recent studies have indicated that such a simple concept is 
meaningful only in certain idealized cases, and that it is en~ 
tirely unjustified and öfter seriously misleading to consider a 
measured absorption coefficient as characteristic of the general 
acoustical behavior of a material. An absorption coefficient 
has no moaning -. whatever unless the experimental conditions of 
mounting of the material, its spacing out from a rigid wall 
surface, etc. are stated. Furthermore, such a measured coeffi- 
cient is applicable'for the material only for very similar 
mounting conditions. The ability to absorb sound must be 
thought of as characteristic of the entire structure, material, 
method of mounting, spacing, backing wall, etc*, rather than 
of the material alone. Changing the spacing out from the 
backing v/all from zero to an optimum value may alone change 
the measured coefficient by a factor of 5 to 20 or more. Those 
recent studies indicate that a more general property in deter- ; 
mining the acoustical behavior of a material is its acoustic i 
impedance, that is, the complex ratio between the pressure and j 
the normal component of particle velocity at the surfacec Be- 
cause of its greater generality and usefulness, the concopt of 
acoustic impedance has been adopted for the present study of J 
sound absorbing materials. The "absorption coefficient" is ' '< 
still a useful concept, particularly for approximate calcula- \ 
tions, but we must realize its limitations, and the fact that ! 
there are for any given material many such coefficients. ' 

i 

The acoustic impedance is a two parameter function (real j 
plus imaginery parts or magnitude plus phase, etc.) which I 
tells not only how it did behave, but also how the material j 
can be expected to behave under other than the measured condi-        ! 
tions. Furthermore, with a bit of theoretical background, it ; 
enables us to predict how the material or its mounting, or 
both, should be modified in order to change the resultant : 

acoustical properties» In particular, a brief study of acou- 
stic impedance enables us to specify the definite limitations 
due to weight, thickness, flow resistance, spacing, -etc-«-? 
for any not too complicated absorbing material or structure. 

In order not to lose sight of the relation between the ; 
familiar concept of absorption coefficient and acoustic impe- 
dance, it will bo worthwhile to consider the four most useful 
coefficients in terms of impedance. Rather than working with 
tho impedance itself, it will be more convenient- to divide the 
impedance by the characteristic impedance of air, pc = 42 c.g.s. 
units.   In usual notation 
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Z/pc = R + jX 
pc   pc 

where 

Z/pc — acoustical impedance in pc units 

R = acoustical resistance 
pc 

X = acoustical reactance 
pc 

p = density of air 

c * velocity of sound in air 

How we have the following coefficients: 

1) Free wave, any angle of incidence; 

2) Standing, wave-normal incidence; 

3) Standing waves - truly diffuse sound; 

4) Experimentally measured» 

1) When a plane sound wave strikesm surface of impedance 
Z with an angle of incidence, the fraction of the sound absorbed 
is given as a function of (P by the equation 

2 a (<?) = Z/pc cos <P -: 
Z/pc cos yp +  1 

Contours of a - constant as a function of R/pc and X/pc for 
normal incidence, iees for p  = 0 or cos pP= 1 are plotted 
on page 109. They hold for any other angle of incidence 
if Z is multiplied by cos j£? . This coefficient for nor- 
mally incident free waves will be called an£. 

2) Theory has shown that in nearly all cases the initial 
rate of decay of sound in a room, when expressed as a rever- 
beration time, is determined by the decay rate of sound 
normally incident on the absorbing surfaces. The correspond- 
ing coefficient for the Sabine reverberation formula is called 
the normal coefficient, c^, and is given approximately by the 
equation 

«n "     8 R/pc 
(R/pc)2 + (X/pe)* 

Contours of constant c^ are plotted on page 111, as functions 
of R/pc and X/'pc,  It will be noted that an has values greater 
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than unity, and therefore cannot be a true absorption coeffi- 
cient. 

3) The Sabine,or statistical absorption coefficient, is 
the coefficient which -would be measured by the Sabine method 
in an ideal reverberation chamber with truly diffuse sound. It 
is given by a rather complicated equation.  Contours of constant 
5 plotted äs functions of (R/pc) and (X./pc) are almost circular, 
and are plotted as circles on page 115. To within + .01, these 
coefficients are the same as are given by a( <?),   if an average 
value of cos <P is taken as from «55 to .70, depending upon 
the magnitude of 2. 

4) The values of absorption coefficient measured under 
standardized laboratory conditions and reported by-the 
Acoustical Materials Association will be referred to as a.ji,y[.A,t, 
They are chamber coefficäehts, characteristic of* the 
particular rooms, sources, etc. used in their measurement« The 
A. Ma A» coefficients as published usually approximate the 
corresponding ct^ for frequencies below 500 c.p.s., and usually 
approximate the corresponding^-at frequencies above 2000 c.p.s. 
In the middle range they usually fall in between the corres- 
ponding c^ and 5. This shift from an to a is to be expected 
from theoretical analyses.  It is, therefore, a simple matter 
to go from the acoustic impedance of a material to a reasonable 
estimate of what its experimental absorption coefficients may j 
be expected to be.  The discrepancies between such predicted            j 
values and measured values are, ordinarily, no greater than 
discrepancies between values obtained experimentally by various 
laboratories. 

b. Equivalent Electrical Circuits and Design Objectives. 

Acoustic impedance is a convenient concept because of the 
analogies between it and electrical impedance. As coon as 
wo identify the acoustic analogies to electrical resistances, 
condensers and inductances, wo can apply familiar circuit 
theory; and, in many cases when the acoustic structures have 
distributed constants, or when they arc not small compared with 
a wavelength of sound, we can apply familiar electrical trans- 
mission line theory. With the aid of these concepts and using 
tho mathematical techniques already worked out for handling 
impedance functions., we can more easily bridge the gap between 
the physical characteristics of a material which determine its 
behavior and the final sound absorbing properties of the 
material plus its mounting. 

It is well known that to get the most electrical energy 
from a transmission line into a terminating network, the net- 
work impedance must be properly matched to the line impedance. 
The analagous lino or characteristic impedance of air is equal 
to its density times its velocity, that is, pc, and is 42 c.g.s. 
units. For a wall to absorb as much incident sound as possible, 
pages 109 and 115 show that its acoustic impedance ,3 should be 
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properly matched to air, that is, Z/pc = 1 for normal incidence 
and Z/pc = 1.5 for random incidence* The following discussion 
will hold strictly only for sound at normal or near-normal in- 
cidence, but nevertheless probably applies to the majority of 
the objectionable sound in airplane cabins. To include varia- 

tion of impedance with angle of incidence would complicate 
the analysis more than the increase in accuracy would warrant 
at present. 

The design objective for a good absorbing wall, then, is 
that the ratio Z/pc be near to unity.  If v/c can represent the 
elements of the wall structure as parts of an equivalent clec- ; 
trical network, wo can from this network calculate the opti- : 
mum choice of material, spacing, etc., compatible with any ' 
necessary restrictions of weight, cost, etc. The equiva- j 
lent network will, furthermore, enable us to calculate the 
transmission of sound through the wall, as well as absorption 

' of sound by it* < 

Analogous to electrical resistance is acoustical flow re- 
sistance, defined as the ratio of pressure drop across a po- .•*. 
rous material to the velocity of flow through it.  This re- 
sistance can be measured by an apparatus described later^  In • 
a sound absorbing structure a spacing cavity or volume of air j 
of d cm. acts, for low frequencies, as an equivalent olectri- I 
cal~"condenser of capacity d/pc?.  For higher frequencies the j 
reactances X/pc, of such a cavity is given by j 

I 
X/pc = -cot 2rcd         Eq. (3) I 

\ I 

A mass of air "or other material of surface density m. grams 
per cmß which is "pumped" (i.e., moved) back and forth by a 
sound wave acts as an inductance of reactance 

X/pc = -mm^ Eq* (4) 
pc 

Page 117 the acoustic reactance of a cavity of depth 3", 6", 
or 30" as a function of frequency, and page 119 the reactance 
of various m-j_ 's as a function of frequency. 

Cross sections through throe possible type of fuselage 
structure, together with their equivalent electrical circuits 
are indicated on page 121 (a), (b) and (a). Following filter 
theory convention, each section of the structures is repre- 
sented as a two-terminal pair. Thus a simple wall structure 
has only one or two sections, a multiple layer structure has 
several more or less similar sections all to be connected in 
series« Vühcn tho sections are connected in series the impe- 
dance, Z/pc, which the room '*looks into" to the right deter- 
mines the normal incidence absorption coefficient. 
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The circuits on page 121 are much simplified. Actually the 
dural skin B has a number of resonant frequencies, and should 
he represented as a number of parallel series resonant circuits 
connected across terminals 3-4. This part of the circuit 
probably represents a fairly high impedance and does not mar- 
kedly affect the absorption characteristics of the structure. 
It will be considered in detail in the section 'on transmission. 

The acoustic impedance of a porous layer of thickness -<_ 
cm* against a rigid hacking, is given as Z/pc in (a), c-n page 
121«  It is approximately the impedance of a resistance and con- 
denser in series. This network has been derived theoretically 
and corroborated experimentally on small samples.  This resis- 
tance is approximately one third of the flow resistance, r//pc, 
(r = specific flow resistance) and the capacity is given by 
P//pc2 where P is the porosity of the material.  The porosity 
is the ratio of the volume of the voids in the material to 
the total volume of the material, and is very close to unity 
for most light and porous materials as used in airplane acoustic 
treatments. 

The equivalent network of a single layer of porous material 
spaced out a distance d from its backing is given in (b)s Here 
the resistance R^ is approximately the measured D. C. flow re- 
sistance, the condenser Gi represents the spacing cavity, and 
the inductance L-, the surface density of the material. The 
reason for this shunt inductance across the resistance" is clear 
if one keeps in mind the analogy between electrical current and 
acoustical particle velocity* Air can be forced into the 
cavity condenser either by being forced through the material 
(resistance branch) or by moving the material itself (indtic- 
tance branch)* At low enough frequencies sound pressure on the 
inside face of the treated cabin moves the absorbing material 
rather than pumping air through it, and as a result the energy 
dissipation and sound absorption arc both small. 

These two equivalent networks are typical; more complicated 
absorbing structures can easily be built up. . In general, the 
most complicated structure is represented by ladder-type sec- 
tions connected in series.  There is a shunt capacity for each 
air space, and a scries inductance for each massive layer, with 
a series condenser if the massive layer has stiffness.  An im- 
pervious layer has no flow resistance element across it, but if 
it has internal damping there must be a resistance in series 
with it,- Thus, the simplest representation of the dural skin 
and braces is a simple series circuit of resistance, induc- 
tance and capacity.  As ah example (c) on page 121 represents 
two layers of spaced porous material with a third non-porous 
layer facing off the structure. For exact representation over 
a wider frequency range additional elements must be included, 
but the approximate networks given hero are adequate for the 
present problem» 
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The acoustic behavior of most common airplane materials 
can "be reasonably accurately predicted from the simple mea= 
surements of flow resistance and surface density. Prom a 
design viewpoint the initial limiting factors are usually the 
maximum allowed cavity depth, maximum allowed weight of sound 
absorbing material and simplicity of removing the absorbing 
treatment* ' Consideration of the equivalent circuit (a) on 
page 121 and absorption coefficient curves on page 109 show 
that a single layer of material directly against the fuselage 
skin can have very little absorbing power at low frequencies, 
because the reactive component of the impedance is much too 
large. The only effect, and it may be significant, of such 
a layer, is to cut down on transmission through the panel by j 
helping to damp out panel resonances.* < 

For the next most simple structure, a spaced material, j 
" the maximum absorption is limited by the cavity reactance at t- 
low frequencies. It is clear     from the contours on page 
109 that for a given reactance (Z/pc>l), the optimum absorp- 
tion is obtained when the resistance and reactance are ap— » 
proximately equal. To choose a material for maximum absorp- 
tion at givon frequency, we must calculate the optimum flow 
resistance (r>£ = R) for the given reactances of C and L J 
(allowed mass/area) to give the optimum absorption. j 

The equivalent network for a spaced layer of absorbing ! 
material will be recognized as a section of low-pass filter. I 
Sound of low enough frequency will pass through the "absorb- ! 
ingu section without absorption, and then will cither pass out j 
through the fusolage shell, or will be reflected unimpeded 
right back into the room.  Since tho shell is usually a high ; 
impedance, reflection usually occurs and tho wall structure is 
thus seen to be a very poor absorber at low frequencies. One ! 
design • " • . then is to push this effective filter cut-off j 
down low enough to include the predominant frequencies in the , 
objectionable sound. Furthermore, since the shell is a fairly ,; 
good reflector, the absorption must be obtained by enory dis- 
sipation in the absorbing layer* Two or more sections are, 1 
ideally, desirable, but usually involve both too much weight              : 
and too much space.  If a wide band of frequencies Is to be 
absorbed, several sections arc necessary. The first layer 
should bo-spaced out from the skin (or an ideal rigid back- 
ing plate) far enough to be "tuned" to tho highest frequen- 
cies to be absorbed.  The next-.layer should be spaced out 
far enough in front of the first to be tuned to tho next 
band of frequencies, and so on* While an exact analysis be- 
comes difficult, very efficient wide range sound absorbing 
structures are obtainable where sufficient space is avail- 
able and weight is not a limiting factor» 

A study of sound .absorbing structures may be made from 
two points of view.  It may lead to an understanding of the 
limitations and defects of present designs, or, secondly, it 
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may load to new and more efficient acoustical treatments.  We 
shall consider both aspects, limiting ourselves at first to 
the absorption of sound already inside the cabin, and later 
treating transmission of external sound into the cabin. 
Finally, suggestions will bo given as to the proper weighting 
to be given to these two factors in estimating the overall be- 
havior of the complete structure. 

Of the possibilities investigated thus far, the structure 
best suited for the acoustical treatment of airplanes appears 
to bo one or more layers of porous material spaced out as far 
as practicable from the fuselage skin such as shown in (b) and 
(c) on page 121. Each layer may be complex, however.  A layer 
of glass or kapok wool, covered with a porous trim material, 
for example, would constitute a single layer with flow resis- 
tance equal to the sum of the flow resistances of the two com- 
ponents and surface density equal to the sum of the densities 
of the wool and cloth. 

In the design of a simple spaced absorber, there are four 
acoustical variables to bo considered; spacing cavity, flow 
resistance and surface density of the material, and the fre- 
quency characteristics of the objectionable sound, as well as 
moisturo and fire resistant properties, cost.? durability, etc. 

Measurements indicate that the most objectionable frequency 
components in airplane noise are usually around 90 - 130 cycles. 
To bo specific, let us assume that the optimum absorption is to 
bo obtained for a frequency of 110 cycles.  The overall design 
of"tho plane, let us say, limits the cavity spacing to 3 inches» 
Eqs (3) and page 117 show the impedance of tho cavity at this 
frequency is (in X/pc units) about -6.5j.  Consideration of 
page 109 shews that for a reactance of 6.5, the maximum possible 
absorption coefficient, o^f. is about .26, and ( as is true for 
all large reactances) to obtain this maximum value, tho resis- 
tive component must be abpu.t equal to the reactive component, 
actually about 7. Right hero we see the first limitation on        'j j 
obtaining a high absorption coefficient at low frequencies, , 1 
that is, in the cavity depth allowed.  If a 6" cavity were ; I 
allowed, an a^g  of .48 would be obtainable at this frequency, ] 
with a corresponding resistive component of about 3»4 ] 

i . 

>sponding 

Returning to tho 3" cavity, for optimum absorption, at 
110 c.p.s. wo want an impedance of (7-6.5j).  The real part 
must come from a flow resistance of about 7',  which has shunted 
across it a reactance from Eq, (4) of -fqam. •  From the tables 

. PC 
giving flow resistances, Folter»s 1/2." Vfliite Felt would bo 
suitable, except that its'"shunt inductance at this frequency 
(m^ = .1 g/cm2) is only (+1.7j). The resulting impedance of 
the structure is about (0.4 - 4jJ so that by no means is op- 
timum absorption achieved. To make this particular felt ef- 
fective, it must be "löadcdu, perhaps with expanded metal or 

11 
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heavy screening^ to increase its surface danslty to be- at 
least equal in magnitude at our chosen frequency to the flew 
resistance. That is, the density should be at least 0.5 
groms/cmr in order to achieve optimum absorption* Examining 
the circuit "shows that a given frequency some shunt reactance 
across the flow resistance is helpful, becauso it balances out *   • 
part of the negative spacing reactance. This is true, however, j 
only at the lower absorption cut-off frequency» Rather than I 
load such a thin material, it would be bettor to use a thicker i 
material with lowor flow resistance per unit thickness- such j 
as two or three inches of glass wool. The reason for this is j 
that at higher frequencies the spreading out of tho dissipa- j 
tion gives loss sharp resonances and a more uniform absorption j 
characteristic. i 

I 
"/eight is tho second practical limitation in tho design 

of low frequency absorbing structures* The necessary surface 
density of .5 g/cm2 for optimum results at 110 cyclos is 
about 1 lb/ft2, which is pretty heavy for"airplane treatment. 
With a 6" cavity, the corresponding density would be about 
11 oz/ft^ at 110 cycles. In other words, for 110 cycles we 
can obtain about twice as much absorption with two-thirds as 
much weight of material merely by changing the material spac- 
ing from 3" to -6", The necessary woight for tho best absorp- 
tion at 55 cycles for a 5" spacing would be a lb/ft , and the 
maximum absorption would be only half as great, i.e., a^g  = .13. 

The above example serves to point out the limitations of 
present weight and space restrictions on obtaining optimum sound 
absorption at low frequencies. The table of densities and 'flow 
resistances show that very few of the materials as now used arc 
suitable for optimum sound absorption. Most of tho felted ma- 
terials have too low a ratio of sürfaöö density to flow resis- 
tance to be useful at low frcqucncicsj while most of the glass, 
mineral and kapok wools do not have sufficient flow resistance 
unless used in multiple layers. We refrain from.listing 
"absorption coefficients" for tho materials, because, as has 
been pointed out earlier, the absorption is*"not a characteris- 
tic öf the material alone but of tho complete structure. 

Another serious limitation lies in the method of mount- 
ing the spaced material, particularly v/here it is desired to 
utilize flow resistance with R/pc greater than one and to have" 
the material easily removable for inspections and emergencies« 
For if the material is mounted in small panels with snap or 
other fasteners \vhich do not effectively seal the edges, air 
will bo "pumped" through the cracks rather than through the 
material, thus finding a short-circuit path across the re- 
sistive element of the equivalent circuit.. It is suggested 
that the materials bo mounted in as large panels as- prac- 
ticable with further investigation on methods of effectively 
closing up the joints. Possibly a "zipper" fastener on tho 
trim cloth covering would provide a sufficiently good seal, 
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Miilo snap fasteners attach tho Materials to the *•«=« 1/J.XVJ    iUatrililgu    öX>£'111>£ 

A3 a check on tho theory a large number of naterials were 
tested spacod out at various distances fron a> rigid wall. The 
values of the acoustic impodances of these structures are tabu- 
lated in the graphs on the following pages. Photographs arc 
3hown in Pigs. 2 and 3, pago 129, of part of tho apparatus used 
to make those measurorients. 
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Fife, 2. Electrical   components  used in  acoustic 
impedance   apparatus. 

Fig. 3.    Apparatus  for   measuring  the 
acoustic   impedance   of   8"   square   samples. 
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PANEL TRANSMISSION 11 

ä, introduction 1 
One of the most important- v;s.ys of attacking the problem | 

of sound reduction in aircraft is to reduce the transmiss*» 
ability of the fuselago walls. In order to attack this problem 
intelligently, it is necessary to set up some sort of experiment 
which will measure the transmission of a panel both with added 
materials and without. In the past the standard method of mea- 
suring transmission has been to mount the panel in a wall se- 
parating two rooms. A source of sound is them placed in one 
room and an "average" pressure over the fo.ee of the panel dotor- 
minod by measuring the output of oither one rotating microphone 
or the comnutated outputs of a series of microphones placod at 
various points. Elaborate methods are employed to approximate 
a diffuse sound field in the source room. The second room is 
usually well treated acoustically such that standing waves are- 
somewhat suppressed.  The sound'level in that room is measured 
by the same means as for room 1. The simple theory says that 
if the average sound level is measured in each of the two 
rooms the Transmission Loss of the panel may be defined as fol- 
lows r 

Transmission Loss = L-j_ *- L~ + 10 Log10(s/A2) 

where 

L, = the average sound level in decibels in room 1, 
the source room.. 

L? = average sound level in decibels in room 2-t the 
receiving room« 

S = total area of sound transmitting surface 

Ap = total absorption in room 2., Ap measured in 
same units as S. 

It has long been recognized that the use of such an experiment 
leads to large inaccuracies.  This follows because it is im- 
possible to obtain, especially at low frequencies, a truly 
diffuse sound field in room 1 over the face of the test panel 
and it is difficult to estimate the true absorption or to 
measure accurately an "average" pressure in room 2. Descrip- 
tions of this nethod and ways of reducing these errors have been 
presented'by several investigators of the National "Bureau of 
Standards. 

b. Apparatus 

To avoid these difficulties and to permit careful examina- 
tion of the panel to see which portions of it transmit sound 
most freely, it seemed to use advisable to devise an experiment 
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free- from many ef the assumptions made in the older experi= 
ments and offering the possibility of obtaining continuous 
pressure versus frequency transmission curves- 

On page a sketch of the experimental apparatus which we 
are now using is shown. It will accommodate sections of 
fuselage in sizes up to four feet square* The panel under 
test is mounted in an horizontal position in a frame and 
sealed in place such that no air can circulate around the 
edges. A bank of sixteen" lo.ud speakers acts &3 the driving 
source of sound and is placed as close to this panel as possi- 
blei The large number of loud speakers plus their proximity 
to the panel tends to build up ä uniform pressure over the 
entire face of the primary side. The secondary siüe of the 
panel is terminated by a kapok filled tube eight feet in 
length and subdivided into a number of small cells such that 
transverse standing waves can not exist below a certain 
limiting frequency. This kapok filled tube acts as a very 
highly absorbing termination and essentially takes away all 
the sound transmitted through the panel.  If > then* one 
measures the pressure on the primary side and the pressure on 
the secondary side;, one gets a measure- of the transmission 
of the panel/for the definite case of a termination whose 
impedance is known. It is quite obvious that if the panel 
were terminated in some other manner reflections would take 
place and a different pressure would be recorded on the 
secondary side. One advantage of our experiment is that the 
properties of the termination are known and are reproducable 
in. another laboratory. Thus we have eliminated one important 
source of error by doing way with the indeterminate treated 
room 2. A second advantage is that this apparatus gives us 
a more definite knowledge of the pressure on the primary side. 

The photographs shown in Figs. 6 to 15 give the structural 
details of the experimental set-up. The sixteen loud speakers 
shown in Fig. 6 are screwed into a supporting frame. The side 
walls of this frame are four inches thick and are filled with 
beach sand to prevent sound from the backside of the loud- 
speaker from getting around to the front. A number of micro- 
phones are mounted in the space just above the loud speaker 
to measure the sound pressure at various points over the sur- 
face of the panel. Pig. 7 shows a section of fuselage cut 
from a Douglas DC4 airplane mounted in a frame and placed 
over the bank of the loudspeakers. The two braces seen in 
Pig. 6 just 2-nside the outer speakers are added to the set-up 
when this particular small section of fuselage is used and 
bolted rigidly to the frame around the section- The frame is 
approximately four inches deep and is filled with a layer of 
1.5 inches of beach sand to reduce the possibility of sound 
transmission from the loud speaker through it to the termina- 
tion above. To further reduce sound transmission through 
this particular panel, the outer eight speakers arc usually 
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disconnected* A larger panel Va5.lt by Consolidated is 3hov.11 
in Figs. 8 and 9. when testing this, the two "braces on the 
speaker baffle are removed and the sixteen loudspeakers used. 

Structural details of the highly absorbing, termination are 
seen in Pigs. 10 and 11. The ,legg-crate" construction is con- 
tinued to the top of the tube, except that the number of squares 
is reduced. The termination is designed to have low input im= 
pedance up to about 1000 cycles, as can be seen from the mea- 
surements plotted on page 181. Microphones for measuring the 
pressure of the transmitted sound are mounted in several of 
the squares; two of the cables can be seen in Fig. 10. 

A chain hoist is used to lift the termination or the 
frame when changes are being made. The total weight of the 
termination is about one thousand pounds.«,: The weight of a 
panel and sand filled frame varies between one hundred to two 
hundred pounds. 

'An automatic recording apparatus called the Audiograph 
(Fig. 13) is used to plot directly sound pressure in decibels 
versus frequency. The outputs of the different microphones 
are connected to sockets in the sides of the wooden frame and 
termination and any one can be connected to the Audiograph. A 
sample record taken with this apparatus is shown on page 183. 
In taking this curve, the output of one of the microphone^ in 
the source side of the panel was held constant and the output 
of one of the microphones in the termination corrected to the 
Audiograph. The Audiograph curve is, therefore, a direct plot 
of the transmission of sound through the panel. 

c* Experimental Results. 

The analysis of the transmission of sound from the outsido 
of an airplane fuselage to its interior is a very complex prob- 
lem, 'and one which does not yield easily to mathematical treat- 
ment, A typical construction of the fuselage is that of ä thin 
dural skin stretched over formers of various shapes and sizes. 
If such a structure is set into mechanical vibration in. some 
way, it will show a number of resonances at which the amplitude 
of vibration, for a fixed driving force, is much greater than 
at other frequencies. In particular, if a sound field of con» 
stant pressure is applied to one side of a section, or panel, 
taken from a fuselage, the sound pressure measured on the oppo- 
site side of the panel is found to fluctuate widoly as the 
frequency is changed.  At each frequency for which the panel 
has a mechanical resonance, the drop in sound pressure through 
the panel (transmission loss) will be very much less than at 
other frequencies. At a resonant frequency the transmission 
loss through the panel depends upon the area of the panel 
which is vibrating at that resonance, and upon the mechanical 
damping which is in effect. The resonance of the panel which 
has the lowest frequency is generally the one which has the 
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least transmission loss, The froquoncy of this lowest reso- 
nance depends upon the shape and size of the section"of panel 
which is' vibrating, as well as upoii its construction« In 
goncral, a pano-l will show a groat number of resonances,, 
some of them sharper and of greater magnitude than others. 

In view of this complicated behavior of the panels it is 
difficult to apply a very thorough mathematical treatment to 

it. If only low frequencies are considered, where the reso- 
nances are well separated, it is possible to draw an electri- 
cal analogue for the panel. Such an equivalent electrical 
circuit is shown below. Each resonance of tho panel may be 

Li      Cj    % 
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represented by a series resonant electrical circuit containing 
inductance, capacitanco, and resistance«  Obviously, thore must 
be a separate electrical resonant circuit for each panel re- 
sonance, and if an attempt is made to carry this analogy to 
the higher frequencies it becomes unwieldy. If tho transmis- 
sion loss for the panel is known as a.  function of frequency, 
values for the cloments in tho equivalent electrical circuit 
may be computed. As discussed in the portion of this report 
on acoustical materials, similar equivalent electrical cir- 
cuits may be sot up for materials added to the inside of tho 
panel in an effort to incroaso its transmission loss* Com- 
bining the circuits for the panel alone, and for the added 
material, gives a circuit for tho panel and material together, 
from which the resulting performance can be predicted« 

Thus far, in the course of measurements, data have been ob«* 
tainod for the two foot by four foot panel built by Douglas, 
the forty-Wo inches square panel made by Consolidated, and 
an experimental panel thirty-six'inches by forty-two inches, 
made from a strip of sheet dural. The Douglas panel has thin 
sheets of mica cemented over the whole interior surface of 
the skin, .and is typical of the construction used by this 
company. The Consolidated panel is of especially sturdy con- 
struction used in pressurized cabins. This panel has-a win- 
dow ten by fourteen inches set into its center. The experi- 
mental panel is made of a sheet, of dural, .04 inches thick, 
and is mounted so that its shape may be varied from that of a 
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Fife.6.    Frame   and speakers. 

Fife. 7.    Doufelas  panei. 
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Fife. 8.     Consolidated   panel,  inside   view. 

pj£   Q^   Consolidated  panel,   outside  view. 



177 

Fife 10. Highly absorbinfc termination, bottom  view. 
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Fift.ll. Hifehly   absorbinft termination. 
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Fift. 12.     Materials   with   snap   fastener   mountings. 
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Fig. 13.   Audiograph. 
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flat sheet to that of the arc of a circle of any desired radius» 
It is supported around all of its edges, "but no additional brae-      j 
ing has been added to it, 

In measuring the transmission loss through these panels 
a sound field of constant pressure is applied to one side of the 
panel, and the sound pressure measured on the 'other side of the       ! 
panel is plotted directly as a function of frequency.  Inasmuch 
as the input pressure is held constant, the output pressure is        ! 
directly a measure of the transmission loss through the panel.        j 

On page 187 is shown a curve of the transmission loss for i 
the Douglas panel. ÄL so plotted on this curve are data taken j 
by Johns-Manville on this same panel using the two-room method I 
cescribed previously. Their data were taken using a warble j 
tone source, and. therefore, their points are plotted as lines ! 
representing a frequency bandi The agreement of the two sets t 
of measurements is surprisingly good. This panel shows only ; 
one main resonance, at 140 cycles per second, at which frequency 
the transmission loss is only four decibels* At frequencies 
considerably higher than this resonance, the transmission loss 
becomes twenty-five to thirty decibels.  It is clearly seen ; 

that the continuous frequency method of measurement is advah- | 
tageous because the J. M. tests completely failed to indicate i 
the resonant frequency. j 

The Consolidated panel has almost twice the area of the 
Douglas panel, and has longerons every six inches in one di- 
rection, and ribs every fourteen inches in the other direction» 
The result of this construction is to break up the dural skin 
into a number of small areas separated by r ows of rivets fas- 
toning the skin to the other structure. Each of these small 
areas tend to show an individual resonant frequency, dependent 
upon its size and upon the tension of the skin. If the panel 
is excited by a sound field on one side, and the amplitude of 
vibration of the various areas of the panel is gauged, it is 
easy to locate certain areas which resonate at specific fre- 
quencies. The entire conter of the panel is resonant at 
about eighty-seven cycles per second.  The areas just to one 
side of the center resonate at 170 cycles per second, while 
those just to the other side of the center resonate at 240 
cycles per second. The smaller areas around the edge of the 
panel show still higher frequency resonances.  Page 189 shows 
a curve of transmission loss for this Consolidated panel, and 
shows the three lowest frequency resonances which have- just 
been described. Again, the loss at the lowest frequency re- 
sonahä is only about four decibels. 

Tests are still being made on the special experimental 
panel, and no curves are given at this time.  If the dural 
sheet is left flat, and supported only around its edges, its 
lowest resonance is too low in frequency to be measured with 

I 
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available apparatus, "but is evidently about five or ten cycles 
per second. With the panel in this flat shape, the transmis- 
sion loss is negligibly small at resonance. Above this lowest 
resonance, the ..transmission loss increases almost uniformly 
at the rate of six decibels per octave. This is typical of a 
simple rosonant system operating mass-controlled above its 
resonant frequency, for in such a case the mass reactance in- 
creases directly proportional to frequoncy. If tho simple 
panel is bent into the arc of a circle of forty-eight inches 
radius, the lowest resonant frequency is raised to seventy 
cycles per second, and many additional resonances arc intro- 
duced, so that tho performance of the panel is greatly com- 
plicated. 

One manufacturer (Douglas) has recommended that thin 
sheet mica be cemented to the inside of the dural skin of the 
fuselage in order to damp its vibration and reduce the trans- 
mission of sound through the panel.  In order to test this 
procedure, the Consolidated panel was used, and sheet mica 
was fastened with U. S=, Rubber cement to several areas of 
tho skin. The mica used consisted -of mica flakes, held to- 
gether with some resinous material.  Its thickness was .015 
inches, and its weight was 0.17 pounds per square foot. As 
described previously, certain regions of this panel had been 
located which had a very definite resonance at 170 cycles 
per second.  It was to these areas that tho mica was first 
cemonted, malting no changes to the remainder of the panel. 
It was föimd that with the mica in place- upon, these regions, 
the transmission loss was not'affgcted except for frequencies 
near this 170 cycle resonance. At this peak, tho transmis- 
sion loss was increased at least six decibels as shown on 
page 191. following this test, similar sheets of mica were 
added to other portions of the panel, but in no case were the 
results so beneficial. The general conclusion may be drawn 
that tho addition of mica is useful in increasing transmis- 
sion loss for the panel if the mica is applied to areas of 
the skin which vibrate at their resonance in the manner 
of a membrane with clamped edges. If the rogion of the 
panel to which the mica is applied vibrates as a whole, so 
that the skin does not bend appreciably as it vibrates, then 
the effect of the mica is only to shift slightly tho resonant 
froquency. Mica is useful only insofar as it may damp the 
actual bending of the dural skin. It was observed that over 
a period of some two weeks the increase In transmission loss 
duo to tho mica became slightly loss. This effect might be 
ascribed to a drying out of the cement used to hold the 
mica in placef   and leads to the belief that probably the 
material used to hold the mica In place is very important. 

At the present time, intensive measurements oh various 
materials used in the acoustic treatment of airplanes are 
just getting underway. Preliminary curves on a very few 
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materials are shown on page 195«    It is hopod that in the near 
I'uturo tests may be ffie.de on a number of materials- placed 
next to the 3kin of the panel and spaced out a few inches from 
it.    Measurements-A7i 11 be carried out on some of the more 
complicated constructions consisting of several material«,  as 
well as on the simple structures of one material only.    It is 
also intended to  carry investigations further, on the experi- 
mental panel, adding various bracing ribs to it in tho manner 
f*i.*f*-   t".sr„rv^:-'»'1"«"    r*i  a^i»,*, is.-rt 

addition introduces« 
inä Äcstormining what öjpf.ocits each 

In regard to the quieting of the interior of an airplane 
it would seem that a most fruitful fiold of endeavor would be 
that of finding some way to damp the low frequency resonances 
of the panels« Those resonances, with their accompanying 
small transmission losses, occur in tho range of frequencies 
in which propeller and engine noises are most predominant, so 
that very low attenuation is provided for this noise» If 
some way could be found of nullifying the effect of these 
low frequency resonances, very desirable results should be 
obtained,, This aspect of the problem is being pursued» 

d. Theoretical Treatment öf the Sound Level Inside an Acou- 
stically Treated Cabin. 

The equivalent circuit for a section of fuselage with a 
thickness J( of absorbing material mounted a distance d from 
tho outer skin can, to a first approximation, be drawn as 
follows: 

Cg R2 !    L2 
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Dural Skin j Acoustical | Termination 
Material 

The transmission loss for such a structure is defined as 

T.L, = 20 log (p/pp). 

The assumption that the terminating impedance RQ is unity is 



reasonable as was shown sa page 181* Aci^U^ in the case 
of an airplane cabin, standing waves will be'ttot up and the 
air load resistance on. the inner wall will be different from 
one pc unit," Any exact evaluation of this input impedance 
to the room would be far too complicated for calculation. 

Let us assume an enclosure with uniform walls of trans- 
missivity %  and absorption coefficient a. for the innör faces 
placed in si uniform sound field, t  is defined as the fräction 
of the sound energy incident on the external surface of the 
wall which gets through to the interior of the cabin. Then 
if we further assume the sound within the enclosure to be 
diffuse.., the sound energy density, I-j_, inside the ehclosuro 
is well lcnown to be related to the sound energy density, IQ, 
outside the cabin by the relation 7 

1  - (—?- ) I0     T + a 
An alternative form of expression is that the Sound Level 
Reduction inside the cavity due to the walls is 

Sound Level Reduction in decibels = 10 log (JÜSL) 

On page 197 is a plot of this equation, giving contours of 
constant Sound Level Reduction as a function of absorption" 
coefficient and either transmissivity or transmission loss. 
The plots shows several points immediately. With aero absorp- 
tion, the sound level within is just the same as the sound 
level without, regardless of tho transmission loss. \Vith 
zero transmission los3, even 100$ absorption can give only a 
3 decibel reduction in sound level* Furthermore, it is the 
fractional decrease in transmissivity or fractional increase 
in absorption coefficient which countsj changing the absorp- 
tion coefficient from 0.5 to 1.0 brings about the same in- 
crease in sound'level reduction as changing it from 0.25 to 
0.5, or .05 to .1. 

This sound level reduction factor suggests itself as a 
single figure of merit which, as a function of frequency, 
could be used to evaluate on a relative scale various types 
of fuselage treatment. As such it can bo useful, but it 
must be used with great caution* because of the assumptions 
and limitations in its derivation. In the first placo* 
we do not have diffuse sound either inside or outside of an 
airplane fuselage.  In the interior standing waves are cer- 
tainly excited to some dogreo, and propeller noise, when the 
propeller clearance is small* undoubtedly acts as a lo- 
calized so\\rce near the sides of the fuselage. Until ex~ 
porimental data can tell us more about the pressure distri- 
bution inside the cab;in for a very narrow band of frequen- 
cies, that is, to what extent individual normal modes 
contribute to standing waves in the cabinj and more about 
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the pressure distribution outside the cabin, it is not safe to 
or advisable to combine a and %  into a single figure of merit0 
It seems far better to consider the sound inside the cabin 
as largely made up of travelling waves, for the most part 
entering the cabin from regions near the motors* or propellers 
and leaving it from other parts of the fuselage. Prom this 
point of view, in computing total noise reduction, %  is the 
important factor in areas near the propollcrs, and a is the 
important factor in areas wfar"' roxaoved frozr tho sources of 
sound;  Just what relative .weights should be given to the two 
factors^ then, can not bo stated until more is known about 
the sound distribution in airplane cabins» 
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WINDOW TRANSMISSION 

a• Introduction 

Because windows are numerous in any typo of aircraft,, it is 
important that their acoustical transmission characteristics 
be investigated as part of a research program aimed toward re- 
ducing noise levels. Many papers on the attenuation of sound 
by glass have been published but the data presented havo re- 
sulted irom considerations of large windows such as are Tisoa 
either in broadcasting studios or in railway puilman cars- 
It has generally been assumed that the fundamental resonance 
frequency of such windows is below the audible range- and hence 
need not be considered, A very different situation exists when 
the windows are of tho order of 12" square. -In this case the 
fundamental resonance frequency is usually between 50 and 20.0 
cycles and tho largest amount of sound transmission occurs at 
this frequency. Also, measurements show that the important 
noise components of both the motor and the propeller lie in 
this frequency range. Hence it is of particular interest to 
know just what thickness and construction of window must bo 
used in order that one may achieve at least as good sound re- 
duction as is obtained from the surrounding section of fuse- 
lage.  In this investigation the transmission of windows 
ranging in size from eight to eighteen inches square (or 
rectangular) made of different materials and of different 
thickness is considered.  This investigation docs not includo 
in groat detail the transmitting characteristics of window and 
fuselage combined, but rather those of the window alone, which 
fact demands that the edges of the window bo held rigidly. To 
accomplish this, the window is set in a heavy grame which is 
rigidly supported in a brick wall. The sound transmitted 
comes through the window alone, the brick wall and the frame 
being relatively immovable. 

Early experimenters mounted their windows in a wall sepa- 
rating two rooms. A source of sound and a microphone were 
located in one room and a second microphone for measuring 
transmitted sound located in the other room. The difference 
bctweon the outputs of tho two microphones was used as a 
measure of tho transmission öf the window. Difficulties were 
encountered in using this technique since tho standing wave 
pattern set up in both rooms due to resonances introduced un- 
known factors of such importance that frequently neither the 
driving prossure nor the transmitted energy were dotorminable 
with even tolerable precision. Various devices and techniques 
such as rotating loud speakers, rotating microphones, and 
warble tones were employed to cut down these inaccuracies 
with varying degreos of succoss.  To avoid these difficulties 
in our investigation, it was decided to build an apparatus 
which applies a uniform sound pressure to the primary side of 
the window and to conduct the sound radiated from the secondary 
side into a highly absorbing termination such that little or 
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no resonance effects exist to disturb the accuracy of the : , 
measuresiönt-s* To this purpose the apparatus described below j| 
was evolved " 

I 
b. üxperiittontal Apparatus 

A cross-sectional sketch of the apparatus is shown on ; 
page 203, and photographs are shewn oh pages 20'5 to 211. 
The window- (single or double) is hold in, an aluminum frame 
which in turn is mounted in a concrete-filled steel frame 
rigidly fastened to the brick wall. 'The sound is generated 
by four loudspeakers which are mounted about 1/2 inch from the 
first pano* Thi3 arrangement serves to produce a uniform 
sound pressure over the entire pane. The opposite side of the 
window opons into a cotton filled tubo which servos to"absorb 
almost completely the transmitted sound. A microphone is 
mounted on each side of the window to measure the magnitude 
of sound pressure on the two sides and the ratio of their 
outputs expressed in decibels is used as a measure of tho 
transmission loss of tho structure under test* 

Details of'the "steel frame in which tho windows are held 
are seen in Pig. 14» The framo is constructed of 5/8" steel 
plates in the form of a rectangular "doughnut" four inches 
thick. The space inside the steel plates is filled with con- 
crete and the entire unit cemented into the 12" brick wall as 
seen in Pigs* 14 and 15. The aluminum frame is shown in 
Pig. 17 and slips inside this steel doughnut* It is so con- 
structed that it will support either one pane of window 
material or several panes separated by from 1" to 5". The " 
four loud speaker units driving the window are shown in Pig. 
16. These units fit inside the aluminum frame and are son-" 
parated from the glass by a distance of approximately l/2" • 
A crystal microphone is calibrated relative to a microphoSe 
placed in the terminating tube on tho opposite side of the 
window.  If the microphone outputs are expressed in .decibels 
thoir difference is a measure of the attenuation of the win- 
dow. Wo shall express this difference as a Transmission 
Loss defined by the equation 

T. L. =20 log10 p/pQ 

where p is tho sound pressure on the primary side and p is 
the sound pressure on the secondary side of the window.  The 
eight foot terminating tube is shown in Pig. 18.  It is sub- 
divided into four channels such that cross resonances do not 
take place at frequencies belo\v about 800 cycles.  This tube 
is filled ti th loosely packed cotton and acts as a highly 
absorbing termination of known impedance. The electrical 
apparatus associated with thu measurement can bo seen in" 
Pig. 19, Tho loud speakers arc driven by a boat frcqu©S$;r 
oscillator whose output is continuously variable over the 
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Fife. 14.    Supporting    frame. 
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Fife. 15.     Frame mounted  in  wall. 
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Fife. i6.    Loudspeaker  driving, unit. 

| I 

Fife. 17.   Aluminum   frame  for   holding,   windows. 
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Fjd. I8.     Eight   foot cotton-filled   terminating  tube. 

Fife. 19.    Electrical    apparatus. 
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Fife. 20.     Eighteen   inch window 

mounted    in  place. 
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frequency ;cangc fröm 20 to sovcral thousand cyclos by means 
of a motor attachment. Two techniques of moa-surenent arc 
possible. First, the pressure may bo hold constant on tho 
primary side and an automatic recorder used to record tho 
output of tiie second microphone as the oscillator sweeps through 
its frequency range. The recorded curve is thus a diroct mea- 
sure of the transmission of tho window. Socdnd, the curvos 
nay bo taken point by point by setting the oscillator on a 
fixed frequency and comparing tho outputs of tho microphones 
directly, the difference between thoir readings being the 
transmission loss at the frequency.  Tho first method was Uäöu. 
during the preliminary measurements to locato sourcos of error, 
whilo tiie latter and more accurate method was used to obtain 
the data presented in this report. 

c© a««ory 

Tho effectiveness of a given window installation Sn.pre- 
venting the transmission of sound doponds on tho material from 
which the window is made, 011 the dimensions of tho window , and 
on the z-JXTiiioi-  in which the window is mounted. Per a window 
with firmly clamped edges, for instanco, the acoustic charac- 
teristics should be determined by the dimensions^ the Young's 
modulus of tho material, tho Poisson ratio, and some quantity 
specifying tho dissipation of energy roquircd to deform the | • 
window. Though, theso properties' should dotorminc tho trans- 
mission qualities of the window, it has long boon considered 
impossible to dorivo from them an oxact mathematical oxprossion 
for tho acoustic attonuation, In tho past, many simplifying 
assumptions have boon made arid with these assumptions it has 
been possible to prodict an approximate mathematical expression 
for the behavior of the window. 

In this investigation it has been found, that the acoustic 
properties of a window can conveniently bo specified by giv- 
ing element sizes in an electrical circuit to which, for the 
purpose of calculation, the window may bo considered equivalent. 
Tho equivalent circuit for tho window and measuring apparatus 
used in this work is 
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where p is the sound pressure applied to the window and pQ 
is the sound pressure transmitted "by the window. Pressures 
are to be measured in dynes per square centimeter and 
acoustic particle"velocities are to be measured in eenti«^ 
meters per second. RQ is the known specific acoustic,im- 
pedance of the terminating ti*e. The window is equivalent 
to a group of series resonant circuits connected in parallel. 
These resonant circuits represent the various possible modes 
of mechanical vibration of the window, and as was expected, 
it has been found that that part of the circuit (R-,, In, and-" 
G-f * msi-uK;. corresponds to the gravest mode of vibration of the 
window is most important in determining the low frequency 
attenuation characteristics. 

The data presented in this report are suf f iciently ac- 
curate to permit calculation of the element sizes from the 
attenuation curves. Near the fundamental resonance fre- 
quency, the impedances öf the elements corresponding to the 
higher modes are sufficiently high to be neglected* The 
elements corresponding to the fundamental resonance may be 
calculated from the formulas 

(1) R, = (loN/20 = I)R 
•*• c 

- 2ic Af  o 
(3)   On  =     ,   1 

where N is the number Of decibels of attenuation at the reso- 
nance frequency, f, is the resonance frequency, R is the 
termination impedance, and Af is the width of the "resonance 
curve in cycles per second three decibels down from the re- 
sonance peak. Elements for the higher order resonances have 
not as yet been calculated* 

One of the purposes of this investigation is to obtain 
da*a from which the acoustic properties of any window suit- 
able for use in aircraft may be predicted. Since the acoustic 
properties depend on the dimensions,  the material from which 
the window is made.a and the mounting conditions., it is ne- 
ce.as.ary to determine experimentally how the equivalent cir=> 
cuit elements depend on these things. 

ds Measurements on Single Windows 

Ä great many measurements have been made on 10n x 14lf 

windows of various materials, and thicknesses. In order to 
study the effect of clamping conditions measurements havel 

been made on windows with edges bound in 1/16" thick rub- 
ber tape and firmly clamped and on many of the same windows 
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c» Theory 

Tho effectiveness of a given window installation in pre- 
venting the transmission of sound doponds on tho material from 
which the window is nado, on the dimensions of the window , and 
on tho nannor in which the window is mounted. For a window 
with firmly clamped edges* for instance, the acoustic charac- 
teristics should "be determined "by the dimensions, the Young's 
u.yutu.u£j    ux     uu.u   uui/vi iulj     L>IAG   Jtruxawwii   Puoxv,    u.nCL   S'uiui;   'IJUUUi»A i»y 
specifying tho dissipation of energy required to deform the 
window. Though thoso properties'should detorminc tho trans- 
mission qualities of the window, it has long "boon considered 
impossible- to dori-„-o from them an oxact mathematical expression 
for the acoustic attonuation. In tho past, many simplifying 
assumptions have been made and \7ith these assumptions it has 
been possible tp predict an approximate mathematical expression 

In this, investigation it. has, bean found that the aeous-ti-e- 
proporties of a window can conveniently be specified by giv- 
ing element- sises in an electrical circuit to whieh> for the 
purpose of.  calculation, tho window may bo considered equivalent. 
The equivalent circuit for the window and measuring apparatus 
used in this work is 

froquoncy range- from 20 to several thousand cycles by moans 
of a motor attachment. Two techniques of measurement are 
possible. First, the pressure may bo hold constant on tho 
primary side and an automatic recorder used to rocord the 
output of the second microphone as the oscillator sweeps througa       jj 
its frequency range. The recorded curve is thus a direct mea-        ! I 
sure of the transmission of tho window. Second, the curvos 
may bo taken point by point by setting the oscillator on a 
fixed frequency and comparing tho outputs of tho microphones 
directly, the diffcronco between their readings being the 
transmission loss at the frequency e Tho first method was used 
during the preliminary measurements to locato sourcos of error, 
while tho latter and more accurate- method was used to obtain 
the data presented in this report* 
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without rubber tape. Some of these curves are presented on the 
following pages. Experimental points have not been shown "below 
the first resonance on most curves.  This is for a reason which 
is explained in a later section of this paper and d oes not in- 
dicate that accurate measurements were not mads at these fre- 
quencies. 

Perhaps the most striking thing about the curves is the 
very small a'ttohuation at the fmdamenta'l'Jresonance peak". 
In terms of the elements in the equivalent circuit this means 
that the resistance R^ is very small * . in other words> there 
is very little dissipation of energy in tho window. 

The first sheet of curves, pago 217, permits an oasy 
comparison of the acoustic qualities of 0.069" Plexiglas 
and five-ply t!Safetee Glass 2-1". Tho dotted straight lines 
at the right hand side of the page arc calculated on the as- 
sumption that tho window behaves as an inductance L -<r~t 
Y/here <^=is the weight per unit area of the window in gm/cm.* 
Previous investigators have mado this assumption in calcu- 
la-ülTig the attenuation produced by windows at frequencies 
well above the fundamental resonance frequency. For the sake 
of brevity, curves calculated on this basis will be callod 
sigma-law curves.  It is seen that at frequencies near lOQÖ 
cycles the measured curve for the thin Plexiglas window fits the 
sigma-law curve closely. The curve for the heavier window 
does not agree so well v/ith the sigma-law predictions at 
these frequencies but it may well be that tho agreement would 
be bettor at higher frequencies. All the measurements which 
havo been made to date indicate that thin windows follow the 
predictions of tho sigma-law very well at high frequencies 
while thick windows show appreciable departures. The superior 
attenuation given by the Safeteo Glass is largely attributable 
to its greater weight.  (The Safetee Glass window weighed. 
960 grams as compared to 188 grams for. the Plexiglas.) Windows 
of the same weight but of different materials do not show very 
remarkable differences in acoustic properties* To illustrate 
this point, the curves on page 1219 are shown. One of the 
curves is for window glas3 and the other is for a Plexiglas 
window of approximately the same weight. The weights per 
unit area, Q—, are given in tho legends of all curves. Plexi- 
glas shews slightly more damping at the second resonance peak 
but aside from this tho curves are quite similar. 

To illustrate tho improvement obtained by using a greater 
weight of material, curves for threo thicknesses of,Plexiglas 
are shown an page 221= Those curves chow that the thicker 
windows give somewhat better attenuation at the fundamental 
resonance frequency, that zh.e  resonance frequency Is higher 
for heavier windows, and that the heavier windows give some- 
what better "average" attenuation. 

! , 
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On page 223, a curve for an IS" x 18" Plexiglas window is "    i 
shown. This curve is similar fco tho one obtained for the 10" 
x 14" window of the same material and thickness except that . 
the resonance frequencies are much lower. 

The curve on page 225 is for a Plexiglas window mounted j 
in an 18" x 18" panel of 17ST Dural,  This window was supplied j 
by the Consolidated Aircraft Corporation. The legend on the * 
blue-print which wag sent v/ith it reads " ASSEMBLY-FUSE-GUMER'S 
WINDOW   BULK'D 6 to B.F. 6.2".  The attenuation character- j 
istics are just what would have been expected from the previous [ 
measurements. The only important effect of the Dural mounting 
is to lower the resonance frequency somewhat by adding compli- ' 
ance.  In terms of the equivalent circuit this means that L-. \ 
and R^ have values very near those which correspond to a i 
clampod window made of Plexiglas of the same thickness as the ' 
window which was mounted in Dural but CQ_ has a somewhat larger • 
value. "*" • . 

The curve on page 227 is for an 18" x 18" x ,04" 17ST 
Dural panel.  It is different from the preceding ones in that 
it shows much less dissipation. The result is that even tho i 
high order resonances give good transmission of sound and that • 
the anti-resonance between the first two resonances is very I 
pronounced. j 

! 
Reference to tho equivalent circuit for the window and 

termination given on page 213 will show that the quantity 
which has beon called Transmission Loss is not a function of 
tho, window alone but depends also on the value of RQ» Further» 
more, the effectiveness of a given window in producing sound' 
insulation will depend on the acoustic properties of the sur- 
rounding medium as well as on those of the window.  On the 
other hand, the constants R^, L^, C-,, etc., have the desirable 
property of being, dependent only on the window. When these 
constants and the impedance of the medium into • väiich the 
window works are known*, the problem of calculating the at- 
tenuation of sound due* to the window is reduced to that of 
solving the equation for tho simple equivalent circuit pre- 
viously given. 

Calculations show that the lorw  frequency response of 
windows is accounted for with rather good accuracy if the 
equivalent circuit is assumed to consist only of R-, L* 
and C, ? the constants which determine the fundamental •*" 
reoenunoe. This makes it possible to specify the acoustic 
properties of the window over the range of frequencies 
which is of i-nte-res=t for seund insulation in aircraft by 
giving only the values of these three constants* In Table V# 
page 230, constants are given for various materials which 
have beon tested. This table also gives the weight por unit 
area of the material, the fundamental and higher order ." 
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resonance frequencies," the attenuation at the fundamental reso- 
nance, and. the resistance R pi* the termination. All values 
of resistance are given in dynes per square centimeter per 
Seine and the values of L and C are in corresponding units. 
This is to say, all impedances calculated from the element 
sizes given have the units of pressures (in dynes per cm. ) 
divided by particle velocity in. (en. per second;) 

Investigation of the data presented in Table V shows that 
the inductance L« is roughly equal to 1.5 times the surface 
density <ST and isr independent of the, material and of the lateral 
dimensions of the window* This is not inconsistent with a 
sigma~law variation at high frequencies, since, as the frequency 
increases, I»p, L , etc. tend to make the attenuation less than 
would be obtainod from L^ alone. 

'i i 

The frequency of the fundamental resonance of a window of ; 
given material and lateral dimensions is roughly proportional 
to the thickness and therefore to the weight per unit area of 
the window. This means that C-, is roughly proportional to the 
inverse cube of cr   . The equivalent capacitance of a window ; 
of given lateral dimensions depends somewhat on the material 
from which the window is made but the materials tested so far J 
have, for a given surface density, equivalent capacitances j 
which are in the same order of magnitude. 1 

| 

The resistance R- increases very rapidly with increase of ' 
<3~ , approximately as the square of <r *    For a given surface ! 

density, Lucite and Plexiglas show roughly tho same value of : 
R-j while window glass shows ä lower value and Safe tee Glass i 
shows a higher value. \ 

i 
i 

Only a f ew tests have been made toward determining the : 
dependence of the equivalent e.cnstants on the lateral dimensions.     j 
of the window but those tests, which have been made indicate 
that the frequency of fundamental resonance is approximately ; 
Inversely proportional to the area of the window and that the 
inductance is independent of the lateral dimensions.  This 
means that the capacitancö must be approximately proportional 
to the square of tile area. It is not to be expected that 
these simple relations would hold for rectangular windows 
v/hich depart radically from being square but such windows are 
not in common use. Tho measurements which have been made 
seem to indicate that the resistance is independent of the. ; 
lateral dimensions of the window« More tests must be made, 
however, before this can definitely be confirmed. 

Tho curves on pages 231, 233. 235 and 237 show the varia- 
tion of the constants of 10" x 14" Plexiglas, windows with 
surface density. These curves also show the effect of binding 
the edges of the windows in l/l6" tape. 
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The dependance of the constants on dimensions of the win- 
dow may ;be summarized in the following equations: 

Lx = 1.5 or 

for any material and any size. 

C±  = kcA
2/<cT3 

where A is t&e area of the window and ~k.n  depends somewhat on 
the material, ~" 

where k depends on the material. 

The last two equations do not represent the best possible 
fit to the experimental data and are not intended to be precise, 
nut they do serve to give a'rough idea of the dependance of 
the constants on dimensions« 

e. Double Windows 

The concept of equivalent circuits is very convenient for 
the treatment of double windows. At the low frequencies which 
are of interest in this problem the air space between the two 
components of a double window may be represented by a capaci- 
tance C - d where d is the distance between the windows in 

• • ••! MLlL 

per 
centimeters, p is the density of air in gm/cm3 and c is the 
velocity of sound in cm/sec. This capacitance occurs in the 
equivalent circuit as shown below. 

o- 
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IL 

The window on which sound is incident is represented by L^, R^, 
and Cn • The constants with primes represent the other com- 
ponent of the double window. The beneficial effects of C are 
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enhanced as the separation between the windows is increased j | 
but it turns out that in practice C has such a> large impe- 
dance relative to the impedances of the window that its ef- 
fect is almost negligible« A double window made>of identi- j 
cal panes then behaves very much like a single window whose ! 
inductance is twice that of either of the components and *           '  j 
whose capacitance is half that of either of the components. j 
The equivalent resistance of the double window is approxi- j 
mately the sum of the resistances of the two components.  It j 
is interesting to compare th„e behavior of" a dovible window j 
made of identical panes with the performance of a single win- 
dow whose thickness is twice that of either of the compo- j 
ncnts of the double Window.  The resonance frequency of the 
double window is the same as that of either of its compo- • 
nents and hence roughly half that of the single window. The j 
oquivalent capacitance of the double window is half that of 
either'of its components and four times that of the single 
window. This means that at frequencies well below the reso- 
nance frequency of the double window the double window should 
give about six decibels more attenuation than that which ; 
would be given by either of its components but the single 
window should give about twelve decibels more attenuation J 
than the double window does. These estimates completely j 
neglect any effect of the air spr'e between the components j 
of the double window and hence are subject to some error. ! 
On page 241 aro shown the experimental curves obtained for ! 
a single pane, of 0.06" Plexiglas, for a double window with j 
two panes of 0.06" Plexiglas separated by two inches, and ; 
for a single window of 0.125" Plexiglas.  It will be seen ! 
from these curves that the behavior follows very closely j 
the simple rules given above« ; 

Because of the possibility of using heated liquids be- 
tween double v£ ndows for the purpose of preventing frosting, 
it is important that a study be made of the acoustic pro- 
perties of such windows. Eo experimental tests of tliis sort 
have been made yet but will be made soon. The capacitance C 
for a double window filled with liquid should be small enough 
to bo completely negligible. The capacitance C-j_ should be 
roughly half that for the single component panes (assuming 
the two panes to be identical). The inductance L^ should be 
approximately 1.5 times the total weight of the window (in- 
cluding the weight of the liquid) divided by the area of the 
window.  The value of R-j_ can not be predicted but it may be 
possible to introduce a useful amount of dissipation by pro- 
perly choosing the liquid and the spacing of the components. 
Thb resonance frequency should be lower than that of the 
single window and at low frequencies the attenuation Should 
be inferior to that which" should be obtained with a single 
window of the same weight.  Tests will be made to confirm 
these predictions« 
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f« Possible Improvements in Window Design 

From the data which have boon presented, it is seen that 
troublesome feature of1 windows Is the poor attenua- 

tion produced at the fundamental resonance frequency* 'This is 
very important "because most of the noise in aircraft occurs 
within a range of frequencies which includes the resonance fre- 
quency of windows now in use. There are three obvious methods 
of attack- The resonance frequency can be raised above the 
range in which most of the noise occurs or it can bo lowered 
to a value far below this range or something can be done to im» 
prove the attenuation at resonance without appreciably ehangxng 
the resonance frequency.  If the acoustic problem alone could 
be considered, then the first solution would be the easiest 
and the most effectivec Raising the resonance frequency means 
increasing the thickness of the vdndow and the thickness of 
the Dural panel in which it is mounted-  This increases the 
attenuation at high frequencies, at low frequencies, and. at 
resonance peak.  Unfortunately, this solution to the problem 
requires increasing"weight of the windows and for that reason 
may not bo sxiitabln#  pfe is felt, however, that the rapid in- 
crease In acoustic effectiveness of the window w'xth increase 
In weight may warrant using thicker windows oven at jho effsg 
of some weight.    - 

Lowering tho resonance frequency means making the supports 
for the window less stiff.  This requires no added weight but 
unfortunately does not result in great improvement in tho 
acoustic properties of the window because of the small mass 
reactance of windoxvs now in use.  It i_£ possible, however, 
that some increase in the weight oT the wlndöw~*togother 
wU/EH a decrease jin tlhp' stif'fnoss"of its mounting might give 
appreciable improvement without much cost pflvoight«, 

The third possibility is to increase the resistance in the 
equivalent circuit.  This is accomplished by three methods: 
(a) In the case of Safetee Glass windows, the resistance is 
increased through the use of .the dissipation vihich results from 
the distortion of the plastic filler between the glass panes. 
The relative motion of the glass panes is so small, however, 
that the dissipation introduced is not enough to be of great" 
Service.  (b) Another possibility for increasing the attenua- 
tion at the resonance frequency is to couple a Helmholt2 re- 
sonator to the air space between the components of a double 
window.  This has the effect of shunting a series R, L, C 
circuit across the capacitance C shown in the equivalent cir- 
cuit for double windows.  If the resonator is tuned to the 
resonance frequency of the window it should improve the at- 
tenuation at this frequency.  -This scheme has-been tried and 
was found to be unsuccessful because of the large resistance 
of the tube which joins the air space to the Ilelmholtz reso- 
nator. A volume of 960 cm3 was joined to the, two inch deep 

1. 
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] air space "between two .06 Plexiglas windows with a rubber 
tube one inch in diameter and about six inches long. The 
length of the tube was adjusted to make the- resonance fre- if 
quency of the Helmholtz resonator coincide with that of tlie J 
double window. The attenuation at"the resonance frequency j| 
was increased about three decibels,  (c) One other method jj 
of reducing the transmission at the resonance frequency has 
been tried. The center portion of a window moves Vsith an 
amplitude which is large compared to that of the other parts» 
For this reason a small weigh*; fastened to the center of th§ 
window has a very large effect in reducing the. resonance 
frequency of the -window. If the weight is not firmly fastened 
to the window but is dissipativeiy coupled then a large re- 
sistance is effectively inserted in the equivalent circuit 
and the transmission at resonance is much reduced. The re- j; 
suits of one test are shown on page 245. The window was 
18" square and was made of plate glass. ' It weighed 1727 
grams and the piece of brass which was dissipativeiy coupled 
to "itsvcenter weighed 176 grams. The resonance frequency 
was reduced from 140 cycles to 98 cycles and the attenuation 
at resonance was increased by about 18 decibels. From, the' 
point of view of a large acoustic- improvement and "smafl re-» 
quired welFphT ffiTis metiiod seems very promising 'and it is 
proposecll that' more tests "b.e made" on irV'"~' 

g. The Accuracy of the Measurements 

It has not been possible to obtain a single termination 
whose impedance is that of a pure resistance and is constant 
over the entire range of frequency. At low frequencies the 
impedance becomes highly reactive and the resistance tends 
to increasesomewhat from the rather constant value which it 
has at higher frequencies« This means that the measured at- 
tenuations "flatten" off at low frequencies'* Two terminations 
were tried for the measurements on iu!{ x 14" windowsi One 
of these terminations gave an impedance 22 dynes per cm2 por 
kine which remained essentially'constant and pure rosisti\*e 
down to a frequency of 30 c.p.s, but showed strong variations 
above about 200 c.p.s. The other termination gave an'impe- 
dance of 48 dynes per cm2 per kine from about 100 c.p.s. to 
800 c.paS. when the fundamental resonance frequency of a 
window was found to lie within tho range over which both the 
terminations were good, it was possible to calculate cquiva= 
lent constants from both sets of data. As examples of the 
agreement which is obtained from the two sets of data, the 
following comparison is given: 
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10,r JC 1AX1  Plexiglas Windows 

Bound in Rubber Tape 
i 

Rl "1 ~1 1' R0 

dynes 
cm. kins 

gnu/cm I.2 cm„°/dyne 

10-^x 

c.p.s. dynes 
"cm«, kine 

. 18 0.64 2* -f 48 

29 0.59 3.0 1*20 22 

98 0.97 0.82 178 48 

gm./cm9
2 

0„404 

0.404 

0.742 

0.742      94      0.91       0,94    172       22 

Since transmission curves have boon taken with two differ«       ; 
ent values of termination resistance it would be desirable to 
present, curves which in seine way average the results of the , J 
two measurements. The measured attenuation, however, depends j 
upon the termination used and it is not possible to mako a j 
direct comparison between the results without making measure- ! 
ments on phase as well as amplitude. An indirect comparison < 
can be made, however, by calculating'the equivalent constants j 
of the window from both sets of data. This sort of comparison 
has been made in the above table.  It is further necessary I 
to show that the window is equivalent to the circuit which has        | 
been drawn. As a step in this direction the curves of page \ 
249 are shown. Equivalent constants were, calculated from the j 
experimental curve for E. s ,gg. dynss/sm-.-/4^in.e« Using "these j 
constants. Transmission =£oss curves were calculated for both j 
values of termination resistance. These calculated curves are       '• . 
drawn in on page 249. The points shown arc the experimental 
points obtained with two terminations.  It is seen that the ! 
experimental points do not follow the calculated below about | 
40 c.piS. This is due to the capacitative reactance of the 
termination which becomes important at these frequencies. 
Since the impedance of the termination is known at all fre- 
quencies, it would be possible to make rather indirect cor- 
rections to the low frequency experimental points.  It has 
seemed more simple and equally valid to extrapolate the atten-        j 
uation curves on the low frequency fend by calculating points 
from the measured element values in the equivalent circuit. 
All the curves shown in this report have been extrapolated 
in this way but' the calculated points have not been shown. 
This explains/the absence of points on the low frequency end 
of the curves. 
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An idea of the importance of the higher order resonances 
obt-airfed from an examination öf the trans mi's a ion curves 

shown« When the second resonance frequency lies within the 
range of frequencies which is of interest it is not permiss- 
able to neglect the effects of Lg, Rg;, Got   etc*  ^e con- 
stants corresponding to those higher order resonances can bo 
computed from the data which have been obtained but time has 
not been available for making those calculations« 

i 
j 
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VIBRATION INSULATIOE OF CHAIRS 

a. Introduction 

The objective of the work on chair vibration is to obtain 
as much insulation for airplane chairs as is compatible with 
the Services« mechanical requirements for them« The amount of 
insulation practically attainable may be limited by several 
factors, viz«,  space, weight, mechanical strength (mounts 
should withstand 8 or 10 G>, and the necessity for the pilot 
to "feel" his plane to some extent, i.e., mountings must not 
be too soft. Under shock excitation the mountings should not 
allow excessive amplitudes,. An especial need for vibration 
insulation arises in Navy planes where hand-held navigation 
instruments are used, and in Army and Navy planes for precision 
bomb sighting. 

The first problem on this project is to devise a labora- 
tory apparatus and systematic measurement procedure which will' 
determine the effectiveness of various systems of vibration in- 
sulation of chairs. Once this has been done, the second prob- 
lem will be to devise effective vibration insulation systems 
for the standard types of chairs used by the Servives. In the 
latter problem an effort will be made wherever possible to use 
standard commercial types of elastic mountings. Final judgement 
of the value of suggested chair insulation systems will, or 
course, rest with the pilots.. 

There are two factors which strongly affect the investiga- 
tion: 

1. The physiological and psychological effects of vibra- 
tion, and the nature of their dependence upon ampli- 
tude, frequency, and direction of vibration are not 
very well known.«, Some work is being done' in PROJECT' 
II under the direction of Dr. S, S« Stevens to deter- 
mine these effects«, Until more specific information 
is available, we shall endeavor to provide effective 
vibration insulation for the chairs in all directions 
and for the frequency range between 10 and, say, 300 
cycles per second» 

2» The frequencies, amplitudes, and phase relations of 
acting on a chair in an airplane 
predicted, Xeöaus.T they Tr£ll var 

the vibratiory forces          
can not, very well be predicted, Xeöaus.T they" TfxXl vary 
with the type of plane, with motor and propeller 
— _. — _ >_ _.   __._3~~_.__-— _—     __.__.-.•!.-'" _-i- _.   J- •_   i_'X>  ^.01. li _ ^..     ____.  iw% 4>„ _sjk.___.i_    _u_u.    oyjjoB,    VVJL uii    Oiiö    -jpc    _?i    __i.fci.L_-,    atlu.   W.i___ 
many other factors,, This point must be borne in mind 
when one is designing a laboratory set-up for apply- 
ing vibrating forces to a chair for test purposes» 
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Records of chair vibration (with a person in the seat) 
made under flight conditions on the B-17-C» B-18, and PBM 
types throw some light on the above situation. In general, 
the data which were obtained on these ships show that ap~ 
proximateiy equal amplitudes of vibration are present in all 
directions at any of several points on the chair, with peaks 
occurring at motor R.P.M„ frequency and propeller blade pas1,- 
sag© frequency and their harmonics. In all oases the ampli- 
tudes of components above 200 c.p<,s„ are negligible in com- 
parison to those below 200 c.p.s, A oomple record from each 
of these 3hips showing a frequency analysis of 'vibration in 
a given direction at a point on the chair is shown on 
page 253« 

The combination of a chair and pilot is at once seen to 
be a rather complex mechanical system* The chair in itself 
can only approximately be considered äs a rigid body because 
of the flexibility of its elements and, in some cases, loose 
connections between component parts. With the pilot, who' 
forms a second mechanical system of unknown constants (ex- 
cept mass), coupled to the chair, the complexity of the sys- 
tem is further increased. i 

If the chairs are to be insulated elastically to reduce 
vibration, mounting devices for them must provide effective | 
insulation for various weights of pilot, for various posit- ; 
ions of the pilot in the chair, and for various positions I 
of the seat on an adjustable chair. Further, they must give \ 
effective insulation for all possible normal modes of vibra« \ 
tion of the loaded chair, since for certain possible modes j 
of vibration, the mass reaction on the mountings can be very j 
small, and fe? others very large. This further complicates          ,  i 
the problem of mounting design. It is extremely important j 
that resonances of the system be- avoided in the frequency i 
range of important vibration components of the airplane In           , \ 
flight, since the amplitude of vibration of the chair at a • 
resonance may be several times the amplitude with the chair i 
rigidly mounted* i 

t 

b. Conclusions on Chair Insulation 

The results of experiments to date are primarily useful ; 

In pointing the way toward satisfactory methods of instru- 
mentation and measuromgnt. Each of the experimental proced- 
ures we have tried thus far has some drawbacks, consequently 
none of them by itself can be used as a-routine method. From 
their sh0.rte0mln.3s we-foresee that simplification of the 
measuring technique may depend in a large measure upon the 
development of a"suitable driving platform. Present effarts 
are directed toward this objective. 

The use of standard vibration insulators at the mounting 
points of chairs may increase vibration problems unless care 

**a 
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is used in selecting their position and orientation. Consider 
the- situation briefly. The ela3tically mounted chair has six 
degrees of freedom, three of which are translational and three 
rotational*  Intercoupling of two or more of these degrees 
results in ccmbinationajnatural modes of Vibration. Since 
the mass reaction presented to the insulators may be very 
small in isany of thase combinational modes, the insulators 
must have correspondingly low spring constants for motion in 
the directions of stress associated with such modes. This 
condition is usually difficult to obtain in a standard commer- 
cial insulator because the spring constants vary so widely 
with the direction of applied stress« Usually we know the con- 
stants of a mounting only for one or two types of stress, con- 
sequently we are unable to predict by analysis of the system 
what the"frequencies of combinational modes will be, and some 
of them may fall within the range in which we wish to eliminate 
vibration* To facilitate analysis., therefore, mounting systems 
for the reduction of vibration should be designed in such a 
manner that the insulators are stressed only in directions for 
which we know the constants. We can then predict approximately 
the beha^/ior of the system, and 3uch predictions will direct 
the course of the experimental work in testing various 
mountings with the standard chairs» 
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